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 In reference to Invitation to Bid for the SITE DEVELOPMENT AND 

IMPROVEMENT OF COLUMBARIUM AT BARANGAY MANIBOC (PHASE 

III) with an Approved Budget for the Contract of Four Million Pesos 

(P4,000,000.00) only which was published, where certain components has been 

overlooked when being encoded. Thus, said procurement shall have the following 

revisions: 

Section III – BID DATA SHEET 

(BDS) 

Section III – BID DATA SHEET 

(BDS) 

FROM TO 

ITB 

Clause  
ITB 

Clause 
 

5.2 For this purpose, contracts similar to the Project refer to 
contracts which have 

the same major categories of work, which shall be consist 

of: 
 

OTHER GENERAL REQUIREMENTS 

I. Project Billboards 
II. Construction Health and Safety 

III. Engineer’s Facility 

CIVIL WORKS 
IV. Concrete Works (pavement) 

 

Guardhouse/Stall/Fence 

V. Excavation Works 

VI. Reinforcing Steel & Wire Rope 

VII. Forms & Falseworks 
VIII. Concrete Works 

IX. Masonry Works 

X. Plastering Works 
XI. Doors and Windows 

XII. Structural Steel 

XIII. Roofing Works 
XIV. Carpentry Works 

XV. Electrical Works 

XVI. Plumbing Works 
XVII. Tile works 

XVIII. Painting Works 

XIX. Pre Fabricated Materials 

5.2 For this purpose, contracts similar to the Project 
refer to contracts which have the same major 

categories of work, which shall be consist of: 

 

OTHER GENERAL REQUIREMENTS 

I.  Project Billboards 

II. Construction Health and Safety 
III. Engineer’s Facility 

 

CIVIL WORKS 

IV. Concrete Works (pavement) 

V. Aggregate Base Course 

 

Guardian / Stall / Fence 

VI.  Excavation Works 

VII. Reinforcing Steel & Wire Rope 
VIII. Forms and Falseworks  

IX. Concrete Works  

X. Masonry Works 
XI. Plastering Works  

XII. Doors and Windows 

XIII. Structural Works  
XIV. Roofing Works 

XV. Carpentry Works 

XVI. Electrical Works 
XVII. Plumbing Works 

XVIII. Tile Works 

XIX. Painting Works  
XX. Pre-Fabricated Materials 

XXI. Stone Pavement  

XXII. Lattice Pavement 

DRAINAGE CANAL  
XXIII. Structure Excavation  

XXIV. Gravel Fill 
XXV. Concrete Works 

XXVI. Reinforcing Steel & Wire Rope 
XXVII. Forms & Falseworks 
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10.5 
Equipment Capacity No. of units 

One Bagger Mixer One bagger one (1) 

Concrete Vibrator All reqd. one (1) 

Welding Machine All reqd. one (1) 

Minor Tools All reqd. one (1) 

The minimum major equipment requirements are the following: 10.5 
Equipment Capacity No. of 

units 

One Bagger Mixer One bagger one (1) 

Concrete Vibrator All reqd. one (1) 

Welding Machine All reqd. one (1) 

Dump Truck 10 cu.m. one (1) 

Backhoe 0.80 cu.m. one (1) 

Backhoe with Breaker  0.80 cu.m. one (1) 

Concrete Saw, Blade Ø14” Blade Ø14” one (1) 

Plate Compactor All reqd. one (1) 

Water Pump, 100mm suction 

diameter 

All reqd. one (1) 

Minor Tools All reqd. one (1) 

The minimum major equipment requirements are the following: 

Section VI – Specification 

FROM 

Project: Site Development and Improvement of Columbarium (Phase III) 

Location: Brgy. Maniboc, Lingayen, Pangasinan 

 

APPROVED TECHNICAL SPECIFICATIONS 

 

 

EXCAVATION WORKS 

 

102.1 Description 

 

This Item shall consist of roadway drainage and borrow excavation, and the disposal of material in 

accordance with this Specification and in conformity with the lines, grades and dimensions shown on 

the Plans or established by the Engineer. 

102.1.1 Roadway Excavation 

 

Roadway excavation will include excavation and grading for roadways, parking areas, intersections, 

approaches, slope rounding, benching, waterways and ditches; removal of unsuitable material from the 

roadbed and beneath embankment areas; and excavating selected material found in the roadway as 

ordered by the Engineer for specific use in the improvement. Roadway excavation will be classified as 

“unclassified excavation”, “rock excavation”, “common excavation”, or “muck excavation” as 

indicated in the Bill of Quantities and hereinafter described. 

(1) Unclassified Excavation. Unclassified excavation shall consist of the excavation and disposal 

of all materials regardless of its nature, not classified and included in the Bill of Quantities under other 

pay items. 

(2) Rock Excavation. Rock excavation shall consist of excavation of igneous, sedimentary and 

metamorphic rocks which cannot be excavated without blasting or the use of rippers, and all boulders 

or other detached stones each having a volume of 1 cubic meter or more as determined by physical 

measurements or visually by the Engineer. 

(3) Common Excavation. Common excavations shall consist of all excavation not included in the 

Bill of Quantities under “rock excavation” or other pay items 

(4) Common Excavation. Common excavations shall consist of all excavation not included in the 

Bill of Quantities under “rock excavation” or other pay items. 

(5) Muck Excavation. Muck excavation shall consist of the removal and disposal of deposits of 

saturated or unsaturated mixtures of soils and organic matter not suitable for foundation materials 

regardless of moisture content. 

 

 

 

102.1.2 Borrow Excavation 

 

Borrow excavation shall consist of the excavation and utilization of approved materials required for 

the construction of embankments or for other portions of the work, and shall be obtained from approved 
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sources, in accordance with Clause 61, Standard Specifications for Public Works and Highways, 

Volume I and the following: 

(1) Borrow, Case 1 

Borrow Case 1 will consist of material obtained from sources designated on the Plans or in the Special 

Provisions. 

(2) Borrow, Case 2 

Borrow Case 2 will consist of material obtained from sources provided by the Contractor. 

 

The material shall meet the quality requirements determined by the Engineer unless otherwise provided 

in the Contract. 

 

102.2 Construction Requirements 

 

102.2.1 General 

 

When there is evidence of discrepancies on the actual elevations and that shown on the Plans, a pre-

construction survey referred to the datum plane used 

 

in the approved Plan shall be undertaken by the Contractor under the control of the Engineer to serve 

as basis for the computation of the actual volume of the excavated materials. 

All excavations shall be finished to reasonably smooth and uniform surfaces. No materials shall be 

wasted without authority of the Engineer. Excavation operations shall be conducted so that material 

outside of the limits of slopes will not be disturbed. Prior to excavation, all necessary clearing and 

grubbing in that area shall have been performed in accordance with Item 100, Clearing and Grubbing. 

102.2.2 Conservation of Topsoil 

  

Where provided for on the Plans or in the Special Provisions, suitable topsoil encountered in excavation 

and on areas where embankment is to be placed shall be removed to such extent and to such depth as 

the Engineer may direct. The removed topsoil shall be transported and deposited in storage piles at 

locations approved by the Engineer. The topsoil shall be completely removed to the required depth 

from any designated area prior to the beginning of regular excavation or embankment work in the area 

and shall be kept separate from other excavated materials for later use. 

102.2.3 Utilization of Excavated Materials 

 

All suitable materials removed from the excavation shall be used in the formation of the embankment, 

subgrade, shoulders, slopes, bedding, and backfill for structures, and for other purposes shown on the 

Plans or as directed. 

The Engineer will designate as unsuitable those soils that cannot be properly compacted in 

embankments. All unsuitable materials shall be disposed off as shown on the Plans or as directed 

without delay to the Contractor. 

Only approved materials shall be used in the construction of embankments and backfills. 

 

All excess materials, including rock and boulders that cannot be used in embankments shall be disposed 

off as directed. 

 

Materials encountered in the excavation and determined by the Engineer as suitable for topping, road 

finishing, slope protection, or other purposes shall be conserved and utilized as directed by the 

Engineer. 

Borrow materials shall not be placed until after the readily accessible materials from roadway 

excavation has been placed in the fill, unless otherwise permitted or directed by the Engineer. If the 

Contractor places moré borrow than is required and thereby causes a waste of excavation, the amount 

of such waste will be deducted from the borrow volume . 

102.2.4 Prewatering 
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Excavation areas and borrow pits may be prewatered before excavating the material. When 

prewatering is used, the areas to be excavated shall be moistened to the full depth, from the surface to 

the bottom of the excavation. The water shall be controlled so that the excavated material will contain 

the proper moisture to permit compaction to the specified density with the use of standard compacting 

equipment. Prewatering shall be supplemented where necessary, by truck watering units, to ensure that 

the embankment material contains the proper moisture at the time of compaction. 

The Contractor shall provide drilling equipment capable of suitably checking the moisture penetration 

to the full depth of the excavation. 

 

102.2.5 Presplitting 

 

Unless otherwise provided in the Contract, rock excavation which requires drilling and shooting shall 

be presplit . 

 

Presplitting to obtain faces in the rock and shale formations shall be performed by: (1) drilling holes 

at uniform intervals along the slope lines, (2) loading and stemming the holes with appropriate 

explosives and stemming material, and (3) detonating the holes simultaneously. 

Prior to starting drilling operations for presplitting, the Contractor shall furnish the Engineer a plan 

outlining the position of all drill holes, depth of drilling, type of explosives to be used, loading pattern 

and sequence of firing. The drilling and blasting plan is for record purposes only and will not absolve 

the Contractor of his responsibility for using proper drilling and blasting procedures. Controlled 

blasting shall begin with a short test section of a length approved by the Engineer. The test section 

shall be presplit, production drilled and blasted and sufficient material excavated whereby the Engineer 

can determine if the Contractor’s methods are satisfactory. The Engineer may order discontinuance of 

the presplitting when he determines that the materials encountered have become unsuitable for being 

presplit. 

The holes shall be charged with explosives of the size, kind, strength, and at the spacing suitable for 

the formations being presplit, and with stemming material which passes a 9.5 mm standard sieve and 

which has the qualities for proper confinement of the explosives. 

The finished presplit slope shall be reasonably uniform and free of loose rock. Variance from the true 

plane of the excavated backslope shall not exceed 300 mm; however, localized irregularities or surface 

variations that do not constitute a safety hazard or an impairment to drainage courses or facilities will 

be permitted. 

A maximum offset of 600 mm will be permitted for a construction working bench at the bottom of 

each lift for use in drilling the next lower presplitting pattern. 

102.2.6 Excavation of Ditches, Gutters, etc. 

 

All materials excavated from side ditches and gutters, channel changes, irrigation ditches, inlet and 

outlet ditches, toe ditches, furrow ditches, and such other ditches as may be designated on the Plans or 

staked by the Engineer, shall be utilized as provided in Subsection 102.2.3. 

Ditches shall conform to the slope, grade, and shape of the required crosssection, with no projections 

of roots, stumps, rock, or similar matter. The Contractor shall maintain and keep open and free from 

leaves, sticks, and other debris all ditches dug by him until final acceptance of the work. 

Furrow ditches shall be formed by plowing a continuous furrow along the line staked by the Engineer. 

Methods other than plowing may be used if acceptable to the Engineer. The ditches shall be cleaned 

out by hand shovel work, by ditcher, or by some other suitable method, throwing all loose materials 

on the downhill side so that the bottom of the finished ditch shall be approximately 450 mm below the 

crest of the loose material piled on the downhill side. Hand finish will not be required, but the flow 

lines shall be in satisfactory shape to provide drainage without overflow. 

102.2.7 Excavation of Roadbed Level 

  

Rock shall be excavated to a depth of 150 mm below subgrade within the limits of the roadbed, and 

the excavation backfilled with material designated on the Plans or approved by the Engineer and 

compacted to the required density. 
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When excavation methods employed by the Contractor leave undrained pockets in the rock surface, 

the Contractor shall at his own expense, properly drain such depressions or when permitted by the 

Engineer fill the depressions with approved impermeable material. 

Material below subgrade, other than solid rock shall be thoroughly scarified to a depth of 150 mm and 

the moisture content increased or reduced, as necessary, to bring the material throughout this 150 mm 

layer to the moisture content suitable for maximum compaction. This layer shall then be compacted in 

accordance with Subsection 104.3.3. 

102.2.8 Borrow Areas 

 

The Contractor shall notify the Engineer sufficiently in advance of opening any borrow areas so that 

cross-section elevations and measurements of the ground surface after stripping may be taken, and the 

borrow material can be tested before being used. Sufficient time for testing the borrow material shall 

be allowed. 

All borrow areas shall be bladed and left in such shape as to permit accurate measurements after 

excavation has been completed. The Contractor shall not excavate beyond the dimensions and 

elevations established, and no material shall be removed prior to the staking out and cross-sectioning 

of the site. The finished borrow areas shall be approximately true to line and grade established and 

specified and shall be finished, as prescribed in Clause 61, Standard Specifications for Public Works 

and Highways, Volume 1. When necessary to remove fencing, the fencing shall be replaced in at least 

as good condition as it was originally. The Contractor shall be responsible for the confinement of 

livestock when a portion of the fence is removed. 

102.2.9 Removal of Unsuitable Material 

 

Where the Plans show the top portion of the roadbed to be selected topping, all 

 

unsuitable materials shall be excavated to the depth necessary for replacement of the selected topping 

to the required compacted thickness. 

 

Where excavation to the finished graded section results in a subgrade or slopes of unsuitable soil, the 

Engineer may require the Contractor to remove the unsuitable material and backfill to the finished 

graded section with approved material. The Contractor shall conduct his operations in such a way that 

the Engineer can take the necessary cross-sectional measurements before the backfill is placed. 

The excavation of muck shall be handled in a manner that will not permit the entrapment of muck 

within the backfill. The material used for backfilling up to the ground line or water level, whichever is 

higher, shall be rock or other suitable granular material selected from the roadway excavation, if 

available. If not available, suitable material shall be obtained from other approved sources. Unsuitable 

material removed shall be disposed off in designated areas shown on the Plans or approved by the 

Engineer. 

102.3 Method of Measurement 

 

The cost of excavation of material which is incorporated in the Works or in other areas of fill shall be 

deemed to be included in the Items of Work where the material is used. 

Measurement of Unsuitable or Surplus Material shall be the net volume in its original position. 

 

For measurement purposes, surplus suitable material shall be calculated as the difference between the 

net volume of suitable material required to be used in embankment corrected by applying a shrinkage 

factor or a swell factor in case of rock excavation, determined by laboratory tests to get its original 

volume 

measurement, and the net volume of suitable material from excavation in the original position. Separate 

pay items shall be provided for surplus common, unclassified and rock material. 

The Contractor shall be deemed to have included in the contract unit prices all costs of obtaining land 

for the disposal of unsuitable or surplus material. 

 

102.4 Basis of Payment 
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The accepted quantities, measured as prescribed in Section 102.3 shall be paid for at the contract unit 

price for each of the Pay Items listed below that is included in the Bill of Quantities which price and 

payment shall be full compensation for the removal and disposal of excavated materials including all 

labor, equipment, tools, and incidentals necessary to complete the work prescribed in this Item. 

Payment will be made under: 

 

  
  

REINFORCING STEEL & WIRE ROPE 

 

404.1 Description 

 

This Item shall consist of furnishing, bending, fabricating and placing of steel reinforcement of the 

type, size, shape and grade required in accordance with this Specification and in conformity with the 

requirements shown on the Plans or as directed by the Engineer. 

404.2 Material Requirements 

 

Reinforcing steel shall meet the requirements of Item 710, Reinforcing Steel and Wire Rope. 

 

404.3        Construction Requirements 

 

404.3.1       Order Lists 

 

Before materials are ordered, all order lists and bending diagrams shall be furnished by the Contractor, 

for approval of the Engineer. The approval of order lists and bending diagrams by the Engineer shall 

in no way relieve the Contractor of responsibility for the correctness of such lists and diagrams. Any 

expense incident to the revisions of materials furnished in accordance with such lists and diagrams to 

make them comply with the Plans shall be borne by the Contractor. 

404.3.3 nding 

 

All reinforcing bars requiring bending shall be cold-bent to the shapes shown on the Plans or as 

required by the Engineer. Bars shall be bent around a circular pin having the following diameters (D) 

in relation to the nominal diameter of the bar (d): 

404.3.4 lacing and Fastening 

 

All steel reinforcement shall be accurately placed in the position shown on the Plans or as required by 

the Engineer and firmly held there during the placing and setting of the concrete. Bars shall be tied at 

all intersections except where spacing is less than 300 mm in each directions, in which case, alternate 

intersections shall be tied. Ties shall be fastened on the inside. 

404.3.5 Splicing 

 

All reinforcement shall be furnished in the full lengths indicated on the Plans. Splicing of bars, except 

where shown on the Plans, will not be permitted without the written approval of the Engineer. Splices 

shall be staggered as far as possible and with a minimum separation of not less than 40 bar diameters. 

Not more than one-third of the bars may be spliced in the same cross-section, except where shown on 

the Plans. 

Unless otherwise shown on the Plans, bars shall be lapped a minimum distance of: 

 

710.1 Reinforcing Steel 
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Reinforcing steel shall conform to the requirements of the following Specifications: 

 
Bar reinforcement for concrete structures, except No. 2 bars shall be deformed in accordance with 

AASHTO M 42, M 31 and M 53 for Nos. 3 to 11. 

 

Dowel and tie bars shall conform to the requirements of AASHTO M 31 (ASTM A 615/PNS 49) or 

AASHTO M 42 except that rail steel shall not be used for tie bars that are to be bent and restraightened 

during construction. Tie bars shall be deformed bars. Dowel bars shall be plain round bars. They shall 

be free from burring or other deformation restricting slippage in the concrete. Before delivery to the 

site of the work, a minimum of one half (1/2) the length of each dowel bar shall be painted with one 

coat of approved lead or tar paint. 

The sleeves for dowel bars shall be metal of an approved design to cover 50 mm, plus or minus 6.3 

mm of the dowel, with a closed end, and with a suitable stop to hold the end of the sleeve at least 25 

mm from the end of the dowel bar. Sleeves shall be of such design that they do not collapse during 

construction. 

Plastic coated dowel bar conforming to AASHTO M 254 may be used. 

  

710.2 Wire Rope or Wire Cable 

 

The wire rope or wire cable shall conform to the requirements of AASHTO M 30 for the specified 

diameter and strength class. 

 

710.3 Prestressing Reinforcing Steel 

 

Prestressing reinforcing steel shall conform to the requirements of the following Specifications: 

 

 

 

High-tensile wire                               AASHTO M 204 (ASTM A 421) 

High-tensile wire strand or rope AASHTO M 203 (ASTM A 416)  

High-tensile alloy bars as follows: 

High-tensile-strength alloy bars shall be cold stretched to a minimum of 895.7 MPa. The resultant 

physical properties shall be as follows: 

 

  
 

If shown on the Plans, type 270 k strand shall be used, conforming to AASHTO M 203. 

 

FORMS & FALSEWORKS 
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Item 414 -Forms and Falseworks 

 

414.1 Description 

 

This Item shall consist of designing, constructing and removing forms and falsework to temporarily 

support concrete, girders and other structural elements until the structure is completed to the point it 

can support itself. 

414.2 Material Requirements 

 

414.2.1 Formwork 

 

The materials used for smooth form finish shall be plywood, tempered concrete-form-grade hardboard, 

metal, plastic, paper or other acceptable materials capable of producing the desired finish for form-

facing materials. Formfacing materials shall produce a smooth, uniform texture on the concrete. 

Formfacing materials with raised grain, torn surfaces, worn edges, patches, dents, or other defects that 

will impair the texture of concrete surfaces shall not be permitted. No form-facing material shall be 

specified for rough form finish. 

414.2.1.1 Formwork Accessories 

 

Formwork accessories that are partially or wholly embedded in concrete, including ties and hangers 

shall be commercially manufactured. The use of non fabricated wire form ties shall not be permitted. 

Where indicated in the Contract, use form ties with integral water barrier plates in walls. 

414.2.1.2 Formwork Release Agents 

 

Commercially manufactured formwork release agents shall be used to prevent formwork absorption of 

moisture, prevent bond with concrete, and not stain the concrete surfaces. 

414.2.2 Falsework 

 

The materials to be used in the falsework construction shall be of the quantity and quality necessary to 

withstand the stresses imposed; it may be timber or steel or a combination of both. The workmanship 

shall be of such quality that the falsework will support the loads imposed on it without excessive 

settlement or take-up beyond as shown on the falsework drawings. 

414.3. Construction Requirements 414.3.1Design 

Falsework and Formworks design and drawings shall be in accordance, with Item 407, Concrete 

Structures, Subsection 407.3.9 and 407.3.12, respectively. 

 

414.3.1.1 Formwork and Falsework Drawings 

  

When complete details for forms and falseworks are not shown, prepare and submit drawings to the 

Engineer showing the following: 

 

1. Details for constructing safe and adequate forms and falsework that provide the necessary 

rigidity, support the loads imposed, and produce in the finished structure the required lines and grades. 

See subsection 414.3.1.2 for design loads. See Subsection 414.3.1.3 for design stresses, loadings and 

deflections. See Subsection 414.3.2 for manufactured assemblies. 

2. The maximum applied structural load on the foundation material. Include a drainage plan or 

description of how foundations will be protected from saturation, erosion, and/or scour see Subsection 

414.3.3.1. 

3. The description of all proposed material. Describe the material that is not describable by 

standard nomenclature (such as AASHTO or ASTM specified) based on manufacturer’s test and 

recommended working loads. Provide evaluation data for falsework material showing that the physical 

properties and conditions of the material can support the loads assumed in the design. 
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. The design calculations and material specifications showing that the proposed system will 

support the imposed concrete pressures and other loads. Provide an outline of the proposed concrete 

placement operation listing the equipment, labor, and procedures to be used for the duration of each 

operation. A superstructure placing diagram showing the concrete placing sequence and construction 

joint locations is included. 

5. Design calculations for proposed bridge falsework. A registered professional engineer 

proficient in structural design shall design, sign, and seal the drawings. The falsework design 

calculations shall show the stresses and deflections in load supporting members. 

6. Anticipated total settlements of falsework and forms shall be shown. Include falsework footing 

settlement and joint take-up. Design for anticipated settlements not to exceed 20 millimeters. Design 

and detail on falsework supporting deck slabs and overhangs on girder bridges so that there will be no 

differential settlement between the girders and the deck forms during placement of deck concrete. 

Design and construct the falsework to elevations that include anticipated settlement during concrete 

placement and required camber to compensate for member deflections during construction. 

7. Support system for form panels supporting concrete deck slabs and overhangs on girder 

bridges. 

 

8. Details for strengthening and protecting falsework over or adjacent to roadways and railroads 

during each phase of erection and removal. See Subbsection 414.3.3.2. 

9. Intended steel erection procedures with calculations in sufficient detail to substantiate that the 

girder geometry will be correct. See Subsection 414.3.3.3. 

Details of proposed anchorage and ties for void forms shall be submitted. See Subsection 414.3.4 for 

void form requirements. 

 

Separate Falsework drawings for each structure shall be submitted to the Engineer for approval, except 

for identical structures with identical falsework design and details. 

414.3.1.2 Design Loads for Forms and Falsework 

 

414.3.1.2.1 Vertical Design Loads 

 

Dead loads include the mass of concrete, reinforcing steel, forms and falsework. Consider the entire 

superstructure, or any concrete mass being supported by falsework to be a fluid dead load with no 

ability to support itself. If the concrete is to be prestressed, design the falsework to support any increase 

or readjusted loads caused by the prestressing forces. 

The assumed density of concrete, reinforcing steel, and forms shall be not less than 2600 kilograms 

per cubic meter for normal concrete and not less than 2100 kilograms per cubic meter for lightweight 

concrete. 

Consider live loads to be actual mass of equipment to be supported by falsework applied as 

concentrated loads at the point of contact plus a uniform load of not less than 1000 pascals applied 

over the area supported, plus 1100 newtons per meter applied at the outside edge of the deck falsework 

overhangs. 

  

 

 

pascals. 

  

The total vertical design load for falsework shall be the sum of vertical dead and live loads. The total 

vertical design load used shall be not less than 4800 

  

 

414.3.1.2.2 Horizontal Design Loads 

 

Use an assumed horizontal design load on falsework towers, bents frames and other falsework 

structures to verify lateral stability. The assumed horizontal load is the sum of the actual horizontal 

loads due to equipment construction sequence, or other causes and an allowance for wind. However, 
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in no case is the assumed horizontal load shall be less than 2 percent of the total supported dead load 

at the location under consideration. 

The minimum wind allowance for each heavy-duty steel shoring having a vertical load carrying 

capacity exceeding 130 kilonewtons per leg is the sum of the products of the wind impact area, shape 

factor and the applicable wind pressure value for each height zone. The wind impact area is the total 

projected area of all elements in the tower face normal to the applied wind. Assume the shape factor 

for heavy duty shoring to be 2.2. Determine wind pressure value from Table 1. 

  
The minimum wind allowance on all other types of falsework, including falsework supported on 

heavy-duty shoring, is the sum of the products of the wind impact area and the applicable wind pressure 

value for each height zone. The wind impact area is the gross projected area of the falsework and 

unrestrained portion of the permanent structure, excluding the areas between falsework posts or towers 

where diagonal bracing is not used. Used design wind pressures from Table 2. 

 
  

 

414.3.1.2.3 Lateral Fluid Pressure 

 

For concrete with retarding admixture, fly ash or other pozzolan replacement for cement, design form, 

form ties and bracing for a lateral fluid pressure based on concrete with a density of 2400 kilograms 

per cubic meter. For concrete containing no pozzolans or admixtures, which affect the time to initial 

set, the lateral fluid pressure shall be determined based on concrete temperature and rate of placement 

according to ACI Standard 347R, Guide for Formwork for Concrete. 

414.3.1.3 Design Stresses, Loads and Deflections for Forms and Falsework 

 

The allowable maximum design stresses and loads listed in this section are based on the use of 

undamaged high-quality material. If lesser quality material is used, reduce the allowable stresses and 

loads. The following maximum stresses, loads and deflections in the falsework design shall not be 

exceeded. 

414.3.1.3.1 For Timber 
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 414.3.1.3.2 For Steel 

 

For identified grades of steel the design stresses (other than stresses due to flexural compression) 

specified in the Manual of Steel Construction as published by the AISC shall not be exceeded. 

When the grade of steel cannot be positively identified, the design stresses other than stresses due to 

flexural compression shall not be exceeded, either specified in the AISC Manual or ASTM A 36M 

structural steel or the following: 

  

 
  

 

Note: (1) Not to exceed 150 megapascals for unidentified steel or steel conforming to ASTM A 36. 

Not to exceed 0.6 Fy for other identified steel. 

 

  
 

414.3.1.3.3 Other Requirements 

 

Limit falsework spans supporting T-beam girder bridges to 4.3 meters plus 8.5 times the overall depth 

of T-beam girder. 

 

414.3.2 Manufactured Assemblies 

 

For jacks, brackets, columns, joist and other manufactured devices, the ultimate load carrying capacity 

of the assembly shall not exceed the manufacturer’s recommendations or 40 percent based on the 
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manufacturer’s tests or additional tests ordered. The maximum allowable dead load deflection of joists 

shall be 1/500 of their spans. 

Catalog or equivalent data shall be submitted to the Engineer showing the manufacturer’s 

recommendations or perform tests, as necessary to demonstrate the adequacy of any manufactured 

device proposed for use. No substitution is allowed on manufacturer’s components unless the 

manufacturer’s data encompasses such substitutions or field tests reaffirm the integrity of the system. 

If a component of the falsework system consists of a steel frame tower exceeding 2 or more levels 

high, the differential leg loading within the steel tower unit shall not exceed 4 to 1. An exception may 

be approved if the manufacturer of the steel frame certifies, based on manufacturer’s tests, that the 

proposed differential loadings are not detrimental to the safe load carrying capacity of the steel frame. 

414.3.3 Falsework Construction 

 

The falsework construction shall be in accordance whenever applicable, with Item 407 Concrete 

Structures Subsection 407.3.10 Falsework Construction. 

 

414.3.3.1 Falsework Foundations 

 

All ground elevations at proposed foundation location shall be verified before design. 

 

Where spread footing type foundation are used, determine the bearing capacity of the soil. The 

maximum allowable bearing capacity for foundation material, other than rock, is 190 kilopascals. 

The edge of footing shall not be located closer than 300 millimeters from the intersection of the bench 

and the top of the slope. Unless the excavation for footings is adequately supported by shoring, the 

edge of the footings shall not be closer than 1.2 meters of the depth of excavation, whichever is greater, 

from the edge of the excavation. 

When falsework is supported by footings placed on paved, well-compacted slopes of berm fills, do not 

strut the falsework to columns unless the column is founded on rock or supported by piling. 

The spread footings to support the footing design load at the assumed bearing capacity of the soil shall 

be designed without exceeding anticipated settlements. 

Steel reinforcement shall be provided in concrete footings. 

 

When individual steel towers have a maximum leg loads exceeding 130 kilonewtons, uniform 

settlement under all legs or each tower under all loading conditions shall be provided. 

Protect the foundation from adverse effects for the duration of its use. 

  

414.3.3.2 Falsework Over or Adjacent to Roadways and Railroads 

 

Falsework shall be designed and constructed with protection from vehicle impact. This includes 

falsework posts that support members crossing over a roadway or railroad and other falsework posts if 

they are located in the row of falsework posts nearest to the roadway or railroad and if the horizontal 

distance from the traffic side of the falsework to the edge of pavement or to a point 3 meters from the 

centerline of track is less than the total height of the falsework. 

Additional features shall be provided to ensure that this falsework will remain stable if subjected to 

impact by vehicles. Use vertical design loads for these falsework posts, columns, and towers (but not 

footings) that are greater than or equal to either of the following: 

1. 150 percent of the design load calculated according to Subsection 414.3.1.2 but not including 

any increased or readjusted loads caused by prestressing forces. 

2. The increased or readjusted loads caused by prestressing forces. 

 

Temporary traffic barriers shall be installed before erecting falsework towers or columns adjacent to 

an open public roadway. Barriers shall be located so that falsework footings or pile caps are at least 75 

millimeters clear of concrete traffic barriers and all other falsework members are at least 300 mm clear. 

Do not remove barriers until approved. Use falsework columns that are steel with a minimum section 

modulus about each axis of 156,000 cubic millimeters or sound timbers with a minimum section 

modulus about each axis of 4,100,000 cubic millimeters. 
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Mechanically connect the base of each column or tower frame supporting falsework over or 

immediately adjacent to an open public road to its supporting footing or provide other lateral restraint 

to withstand a force of not less than 9 kilonewtons applied to the base of the column in any direction. 

Mechanically connect such columns or frames to the falsework cap or stringer to resist a horizontal 

force of not less than 4.5 kilonewtons in any direction. Neglect the effects of frictional resistance. 

Brace or tie exterior girders, upon which overhanging bridge deck falsework brackets are hung, to the 

adjacent interior girders as necessary to prevent rotation of exterior girders or overstressing the exterior 

girder web. 

 

 

Mechanically connect all exterior falsework stringers and stringers adjacent to the end of discontinuous 

caps, the stringer or stringers over points of minimum vertical clearance and every fifth remaining 

stringer, to the falsework cap or framing. Provide mechanical connections capable of resisting load in 

any direction, including uplift on the stringer, if not less than 2.2 kilonewtons. Connections shall be 

installed before traffic is allowed to pass beneath the span. 

16 millimeters diameter or larger bolts to connect timber members shall be used to brace falsework 

bents located adjacent to roadways or railroads. 

 

Sheath falsework bents within 6 meters of the centerline of a railroad track solid in the area between 1 

and 5 meters above the track on the side facing the track. Construct sheathing of plywood not less than 

16 millimeters thick or lumber not less than 25 millimeters nominal thickness. Adequate bracing shall 

be provided on such bents so that the bent resists the required assumed horizontal load or 22 

kilonewtons, whichever is greater, without the aid of sheathing. 

Provide at least the minimum required vertical and horizontal clearances through falsework for 

roadways, railroads, pedestrians, and boats. 

 

414.3.3.3 Falsework for Steel Structures 

 

Falsework design loads shall consist of the mass of structural steel, the load of supported erection 

equipment, and all other supported by the falsework. 

 

Falsework and forms for concrete supported on steel structures shall be designed so that loads are 

applied to girder webs within 150 millimeters of flange or stiffener. Distribute the loads in a manner 

that does not produce local distortion of the web. Do not use deck overhang forms that require holes 

to be drilled into the girder webs. 

Strut and tie exterior girders supporting overhanging deck falsework brackets to adjacent interior 

girders to prevent distortion and overstressing of the exterior girder web. 

Do not apply loads to existing, new or partially completed structures that exceed the load carrying 

capacity of any part of the structure according to the load factor design methods of the AASHTO 

Bridge Design Specifications using load group IB. 

Build supporting falsework that will accommodate the proposed method of erection without 

overstressing the structural steel, as required and will produce the required final structural geometry, 

intended continuity and structural action. 

414.3.4 Forms 

 

The forms construction shall be in accordance whenever applicable, with Item 407, Concrete Structures 

Subsection 407.3.13, Formwork Construction. 

 

Form panels to be used shall be in good condition free of defects on exposed surfaces. If form panel 

material other than plywood is used, it shall have flexural strength, modulus of elasticity and other 

physical properties equal to or greater than the physical properties for the type of plywood specified. 

Furnish and place form panels for exposed surfaces in uniform widths of not less than 1 meter and in 

uniform lengths of not less than 2 meters except where the width of the member formed is less than 1 

meter. 
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Arrange panels in symmetrical patterns conforming to the general lines of the structure. Place panels 

for vertical surfaces with the long dimension horizontal and with horizontal joints level and continuous. 

For walls with sloping footings which do not abut other walls, panels may be placed with the long 

dimension parallel to 

  

the footing. 

 

Form panels shall be precisely aligned on each side of the panel joint by means of supports or fasteners 

common to both panels. 

 

Use form ties and anchors that can be removed without damaging the concrete surface. Construct metal 

ties or anchorages within the forms to permit their removal to a depth of at least 25 millimeters from 

the face without damage to the concrete. Fill cavities with cement mortar and finish to a sound, smooth, 

uniform colored surface. 

Support roadway slab forms of box girder type structures on wales or similar supports fastened, as 

nearly as possible, to the top of the web walls. 

 

Form exposed curved surfaces to follow the shape of the curve, except on retaining walls that follow 

a horizontal curve. The wall stems may be a series of short chords if all of the following apply: 

1. Chords within the panel are the same length. 

 

2. Chords do not vary from a true curve by more than 15 millimeters at any point. 

 

3. All panel points are on the true curve 

 

When architectural treatment is required, make the angle points for chords in wall stems fall at vertical 

rustication joints. Earth cuts as forms for vertical or sloping surfaces shall not be used unless otherwise 

required or permitted by the Contract. 

414.3.4.1 Stay in Place Deck Forms 

 

Use permanent or stay inplace forms only when permitted by the contract. 

 

  

 

class 3. 

  

Fabricate permanent steel bridge deck forms and supports from steel conforming to ASTM A 653M 

coating designation 2600, any grade except grade 340 

  

 

Install forms according to accepted fabrication and erection drawings. Do not rest form sheets directly 

on the top of stringer or floor beam flanges. Securely fasten sheets to form supports. Place form 

supports in direct contact with the stringer flange or floor beam. Make all attachments with permissible 

welds, bolts or clips. Do not weld form supports to flanges of steels not considered weldable or to 

portions of flanges subject to tensile stresses. 

 

 

Clean with wire brush and paint 2 coats of zinc dust zinc-oxide primer (FSS TT-P-641 type II no color 

added) any permanently exposed form metal where the galvanized coating has been damaged. Minor 

heat discoloration in areas of welds need not be touched up. 

Locate transverse construction joints in slabs at the bottom of a flute. Field drill 6 millimeter diameter 

weep holes at not less than 300 millimeters on center along the line of the joint. 

414.3.4.2 Void Forms 
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Store void forms in a dry location to prevent distortion. Secure the forms using anchors and ties which 

leave a minimum of metal or other supporting material exposed at the bottom of finished slab. 

Make the outside surface of the forms waterproof. Cover the ends with waterproof mortar tight caps. 

Use premolded 6 millimeters thick rubber joint filler around the perimeter of the caps to permit 

expansion. 

Provide a PVC vent near each void form. Construct vents so the vent tube shall not extend more than 

13 millimeters below the bottom surface of the finished concrete after form removal. Protect void from 

the weather until concrete is placed. 

414.3.4.3 Metal Forms 

 

The specification for forms relative to design, mortar tightness, filleted corners, beveled projection, 

bracing, alignment, removal, reuse and oiling also apply to metal forms. 

414.3.5 Removal of Forms and Falsework 

 

The removal of forms and falsework shall be in accordance whenever applicable, with Item 407 

Concrete Structures, Subsection 407.3.11 Removing Falsework and Subsection 407.3.14 Removal of 

Forms and Falsework. 

Where necessary remove all forms except the following: 

 

1. Interior soffit forms for roadway deck slabs of cast-in-place box girders. 

 

2. Forms for the interior voids of precast members 

 

3. Forms for abutments or piers when no permanent access is available into the cells or voids 

Install a reshoring system if falsework supporting the sides of girders stems with slopes steeper than 

1:1 are removed before placing deck slab concrete. Design the reshoring system with lateral supports 

which resist all rotational forces acting on the stem, including those caused by the placement of deck 

slab concrete. Install the lateral supports immediately after each form panel is removed and 

  

before release of supports for the adjacent form panel. 

 

414.3.6 Acceptance 

 

Forms and falsework (including design, construction, and removal) shall be evaluated and approved 

by the Engineer. 

 

When the falsework installation is complete and before concrete placement or removal begins, the 

falsework shall be inspected by the Engineer. The Engineer shall certify in writing that the installation 

conforms to the contract, the approved falsework drawings (including approved changes) and 

acceptable engineering practices. 

414.4 Method of Measurement 

 

When the Contract stipulates that payment will be made for forms and falsework on lump-sum basis, 

the Pay Item will include all materials and accessories needed in the work. 

Whenever the Bill of Quantities does not contain an item for form and falsework, the work will not be 

paid directly but will be considered as a subsidiary obligation of the contractor under other Contract 

Items. 

414.5 Basis of Payment 

 

The accepted quantities measured as prescribe in Subsection 414.4, shall be paid for at the Contract 

lump-sum price for Forms and Falsework which price and payment shall be full compensation for 

designing, constructing and removing forms and falsework, all materials and accessories needed and 

for furnishing all labor equipment tools and incidentals necessary to complete the item. 

Payment will be made under: 
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CONCRETE WORKS AND CONCRETE WORKS (PAVEMENT) 

 

405.1 Description 

 

405.1.1 Scope 

 

This Item shall consist of furnishing, placing and finishing concrete in all structures except pavements 

in accordance with this Specification and conforming to the lines, grades, and dimensions shown on 

the Plans. Concrete shall consist of a mixture of Portland Cement, fine aggregate, coarse aggregate, 

admixture when specified, and water mixed in the proportions specified or approved by the Engineer. 

405.1.2 Classes and Uses of Concrete 

 

  

 

Plans. 

  

Five classes of concrete are provided for in this Item, namely: A, B, C, P and Seal. Each class shall be 

used in that part of the structure as called for on the 

  

 

The classes of concrete will generally be used as follows: 

 

Class A – All superstructures and heavily reinforced substructures. The important parts of the structure 

included are slabs, beams, girders, columns, arch ribs, box culverts, reinforced abutments, retaining 

walls, and reinforced footings. 

Class B – Footings, pedestals, massive pier shafts, pipe bedding, and gravity walls, unreinforced or 

with only a small amount of reinforcement. Class C – Thin reinforced sections, railings, precast R.C. 

piles and cribbing and for filler in steel grid floors. 

Class P – Prestressed concrete structures and members. Seal – Concrete deposited in water. 

405.2 Material Requirements 

 

405.2.1 Portland Cement 

 

It shall conform to all the requirements of Subsection 311.2.1. 

 

405.2.2 Fine Aggregate 

  

It shall conform to all the requirements of Subsection 311.2.2. 

 

405.2.3 Coarse Aggregate 

 

It shall conform all the requirements of Subsection 311.2.3 except that gradation shall conform to Table 

405.1. 

 

Table 405.1 – Grading Requirements for Coarse Aggregate 
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* The measured cement content shall be within plus (+) or minus (-) 2 mass percent of the design 

cement content. 

 

405.2.4 Water 

 

It shall conform to the requirements of Subsection 311.2.4. 

 

405.2.5 Reinforcing Steel 

 

It shall conform to the requirements of Item 710, Reinforcing Steel and Wire Rope. 

 

405.2.6 Admixtures 

 

Admixtures shall conform to the requirements of Subsection 311.2.7 

 

405.2.7 Curing Materials 

 

Curing materials shall conform to the requirements of Subsection 311.2.8. 

 

405.2.8 Expansion Joint Materials 

 

Expansion joint materials shall be: 

 

1. Preformed Sponge Rubber and Cork, conforming to AASHTO M 153. 

 

2. Hot-Poured Elastic Type, conforming to AASHTO M 173. 

 

3. Preformed Fillers, conforming to AASHTO M 213. 

 

405.2.9 Elastomeric Compression Joint Seals 

 

These shall conform to AASHTO M 220. 

 

405.2.10 Elastomeric Bearing Pads 

 

These shall conform to AASHTO M 251 or Item 412 – Elastomeric Bearing Pads. 

 

405.2.11 Storage of Cement and Aggregates 

 

Storage of cement and aggregates shall conform to all the requirements of Subsection 311.2.10. 

 

405.3 Sampling and Testing of Structural Concrete 

 

As work progresses, at least one (1) sample consisting of three (3) concrete cylinder test specimens, 

150 x 300 mm, shall be taken from each seventy five (75) cubic meters of each class of concrete or 
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fraction thereof placed each day.Compliance with the requirements of this Section shall be determined 

in accordance with the following standard methods of AASHTO: 

 

  

 

 

 

 

Tests for strength shall be made in accordance with the following: 

 

  
  

405.4 Production Requirements 

 

405.4.1 Proportioning and Strength of Structural Concrete 

 

The concrete materials shall be proportioned in accordance with the requirements for each class of 

concrete as specified in Table 405.2, using the absolute volume method as outlined in the American 

Concrete Institute (ACI) Standard 211.1. “Recommended Practice for Selecting Proportions for 

Normal and Heavyweight Concrete”. Other methods of proportioning may be employed in the mix 

design with prior approval of the Engineer. The mix shall either be designed or approved by the 

Engineer. A change in the source of materials during the progress of work may necessitate a new mix 

design. 

The strength requirements for each class of concrete shall be as specified in Table 405.2.  

 

Table 405.2 - Composition and Strength of Concrete for Use in Structures 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

405.4.2 Consistency 
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Concrete shall have a consistency such that it will be workable in the required position. It shall be of 

such a consistency that it will flow around reinforcing steel but individual particles of the coarse 

aggregate when isolated shall show a coating of mortar containing its proportionate amount of sand. 

The consistency of concrete shall be gauged by the ability of the equipment to properly place it and 

not by the difficulty in mixing and transporting. The quantity of mixing water shall be determined by 

the Engineer and shall not be varied without his consent. Concrete as dry as it is practical to place with 

the equipment specified shall be used. 

405.4.3 Batching 

 

Measuring and batching of materials shall be done at a batching plant. 

1. Portland Cement 

Either sacked or bulk cement may be used. No fraction of a sack of cement shall be used in a batch of 

concrete unless the cement is weighed. All bulk cement shall be weighed on an approved weighing 

device. The bulk cement weighing hopper shall be properly sealed and vented to preclude dusting 

operation. The discharge chute shall not be suspended from the weighing hopper and shall be so 

arranged that cement will neither be lodged in it nor leak from it. 

  

 

 

2. Water 

  

Accuracy of batching shall be within plus (+) or minus (-) 1 mass percent. 

  

 

 

percent. 

  

Water may be measured either by volume or by weight. The accuracy of measuring the water shall be 

within a range of error of not more than 1 

  

3. Aggregates 

 

Stockpiling of aggregates shall be in accordance with Subsection 311.2.10. All aggregates whether 

produced or handled by hydraulic methods or washed, shall be stockpiled or binned for draining for at 

least 12 hours prior to batching. Rail shipment requiring more than 12 hours will be accepted as 

adequate binning only if the car bodies permit free drainage. If the aggregates contain high or non-

uniform moisture content, storage or stockpile period in excess of 12 hours may be required by the 

Engineer.Batching shall be conducted as to result in a two (2) mass percent maximum tolerance for 

the required materials. 

4. Bins and Scales 

The batching plant shall include separate bins for bulk cement, fine aggregate and for each size of 

coarse aggregate, a weighing hopper, and scales capable of determining accurately the mass of each 

component of the batch. 

  

 

5. Batching 

  

Scales shall be accurate to one-half (0.5) percent throughout the range used. 

  

When batches are hauled to the mixer, bulk cement shall be transported either in waterproof 

compartments or between the fine and coarse aggregate. When cement is placed in contact with moist 

aggregates, batches will be rejected unless mixed within 1-1/2 hours of such contact. Sacked cement 

may be transported on top of the aggregates. 
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Batches shall be delivered to the mixer separate and intact. Each batch shall be dumped cleanly into 

the mixer without loss, and, when more than one batch is carried on the truck, without spilling of 

material from one batch compartment into another. 

6. Admixtures 

The Contractor shall follow an approved procedure for adding the specified amount of admixture to 

each batch and will be responsible for its uniform operation during the progress of the work. He shall 

provide separate scales for the admixtures which are to be proportioned by weight, and accurate 

measures for those to be proportioned by volume. Admixtures shall be measured into the mixer with 

an accuracy of plus or minus three (3) percent. 

The use of Calcium Chloride as an admixture will not be permitted. 

 

405.4.4 Mixing and Delivery 

 

Concrete may be mixed at the site of construction, at a central point or by a combination of central 

point and truck mixing or by a combination of central point mixing and truck agitating. Mixing and 

delivery of concrete shall be in accordance with the appropriate requirements of AASHTO M 157 

except as modified in the following paragraphs of this section, for truck mixing or a combination of 

central point and truck mixing or truck agitating. Delivery of concrete shall be regulated so that placing 

is at a continuous rate unless delayed by the placing operations. The intervals between delivery of 

batches shall not be so great as to allow the concrete inplace to harden partially, and in no case shall 

such an interval exceed 30 minutes. 

In exceptional cases and when volumetric measurements are authorized, for small project requiring 

less than 75 cu.m. per day of pouring, the weight proportions shall be converted to equivalent 

volumetric proportions. In such cases, suitable allowance shall be made for variations in the moisture 

condition of the aggregates, including the bulking effect in the fine aggregate. Batching and mixing 

shall be in accordance with ASTM C 685, Section 6 through 9. 

Concrete mixing, by chute is allowed provided that a weighing scales for determining the batch weight 

will be used. 

 

For batch mixing at the site of construction or at a central point, a batch mixer of an approved type 

shall be used. Mixer having a rated capacity of less than a one-bag batch shall not be used. The volume 

of concrete mixed per batch shall not exceed the mixer’s nominal capacity as shown on the 

manufacturer’s standard rating plate on the mixer except that an overload up to 10 percent above the 

mixer’s nominal capacity may be permitted, provided concrete test data for strength, segregation, and 

uniform consistency are satisfactory and provided no spillage of concrete takes place. The batch shall 

be so charge into the drum that a portion of the water shall enter in advance of the cement and 

aggregates. The flow of water shall be uniform and all water shall be in the drum by the end of the first 

15 seconds of the mixing period. Mixing time shall be measured from the time all materials, except 

water, are in the drum. Mixing time shall not be less than 60 seconds for mixers having a capacity of 

1.5 m 3 or less. For mixers having a capacity greater than 1.5m3 , the mixing time shall not be less 

than 90 seconds. If timing starts, the instant the skip reaches its maximum raised position, 4 seconds 

shall be added to the specified mixing time. Mixing time ends when the discharge chute opens. 

The mixer shall be operated at the drum speed as shown on the manufacturer’s name plate on the mixer. 

Any concrete mixed less than the specified time shall be discarded and disposed off by the Contractor 

at his own expenses. 

The timing device on stationary mixers shall be equipped with a bell or other suitable warning device 

adjusted to give a clearly audible signal each time the lock is released. In case of failure of the timing 

device, the Contractor will be permitted to continue operations while it is being repaired, provided he 

furnishes an approved timepiece equipped with minute and second hands. If the timing device is not 

placed in good working order within 24 hours, further use of the mixer will be prohibited until repairs 

are made. 

Retempering concrete will not be permitted. Admixtures for increasing the workability, for retarding 

the set, or for accelerating the set or improving the pumping characteristics of the concrete will be 

permitted only when specifically provided for in the Contract, or authorized in writing by the Engineer. 

1. Mixing Concrete: 
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General Concrete shall be thoroughly mixed in a mixer of an approved size and type that will insure a 

uniform distribution of the materials throughout the mass. 

All concrete shall be mixed in mechanically operated mixers. Mixing plant and equipment for 

transporting and placing concrete shall be arranged with an ample auxiliary installation to provide a 

minimum supply of concrete in case of breakdown of machinery or in case the normal supply of 

concrete is disrupted. The auxiliary supply of concrete shall be sufficient to complete the casting of a 

section up to a construction joint that will meet the approval of the Engineer. 

Equipment having components made of aluminum or magnesium alloys, which would have contact 

with plastic concrete during mixing, transporting or pumping of Portland Cement concrete, shall not 

be used. 

Concrete mixers shall be equipped with adequate water storage and a device of accurately measuring 

and automatically controlling the amount of water used. 

  

Materials shall be measured by weighing. The apparatus provided for weighing the aggregates and 

cement shall be suitably designed and constructed for this purpose. The accuracy of all weighing 

devices except that for water shall be such that successive quantities can be measured to within one (1) 

percent of the desired amounts. The water measuring device shall be accurate to plus or minus 0.5 

mass percent. All measuring devices shall be subject to the approval of the Engineer. Scales and 

measuring devices shall be tested at the expense of the Contractor as frequently as the Engineer may 

deem necessary to insure their accuracy. 

Weighing equipment shall be insulated against vibration or movement of other operating equipment in 

the plant. When the entire plant is running, the scale reading at cut-off shall not vary from the weight 

designated by the Engineer more than one (1) mass percent for cement, one and a half (1-1/2) mass 

percent for any size of aggregate, or one (1) mass percent for the total aggregate in any batch. 

2. Mixing Concrete at Site 

 

Concrete mixers may be of the revolving drum or the revolving blade type and the mixing drum or 

blades shall be operated uniformly at the mixing speed recommended by the manufacturer. The pick-

up and throw-over blades of mixers shall be restored or replaced when any part or section is worn 20 

mm or more below the original height of the manufacturer’s design. Mixers and agitators which have 

an accumulation of hard concrete or mortar shall not be used. 

When bulk cement is used and volume of the batch is 0.5 m 3 or more, the scale and weigh hopper for 

Portland Cement shall be separate and distinct from the aggregate hopper or hoppers. The discharge 

mechanism of the bulk cement weigh hopper shall be interlocked against opening before the full 

amount of cement is in the hopper. The discharging mechanism shall also be interlocked against 

opening when the amount of cement in the hopper is underweight by more than one (1) mass percent 

or overweight by more than three (3) mass percent of the amount specified. 

When the aggregate contains more water than the quantity necessary to produce a saturated surface 

dry condition, representative samples shall be taken and the moisture content determined for each kind 

of aggregate. 

The batch shall be so charged into the mixer that some water will enter in advance of cement and 

aggregate. All water shall be in the drum by the end of the first quarter of the specified mixing time. 

Cement shall be batched and charged into the mixer so that it will not result in loss of cement due to 

the effect of wind, or in accumulation of cement on surface of conveyors or hoppers, or in other 

conditions which reduce or vary the required quantity of cement in the concrete mixture. 

 

 

The entire content of a batch mixer shall be removed from the drum before materials for a succeeding 

batch are placed therein. The materials composing a batch except water shall be deposited 

simultaneously into the mixer. 

All concrete shall be mixed for a period of not less than 1-1/2 minutes after all materials, including 

water, are in the mixer. During the period of mixing, the mixer shall operate at the speed for which it 

has been designed. 
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Mixers shall be operated with an automatic timing device that can be locked by the Engineer. The time 

device and discharge mechanics shall be so interlocked that during normal operation no part of the 

batch will be charged until the specified mixing time has elapsed. 

The first batch of concrete materials placed in the mixer shall contain a sufficient excess of cement, 

sand, and water to coat inside of the drum without reducing the required mortar content of the mix. 

When mixing is 

to cease for a period of one hour or more, the mixer shall be thoroughly cleaned. 

 

3. Mixing Concrete at Central Plant 

 

Mixing at central plant shall conform to the requirements for mixing at the site. 

 

4. Mixing Concrete in Truck 

 

Truck mixers, unless otherwise authorized by the Engineer, shall be of the revolving drum type, water-

tight, and so constructed that the concrete can be mixed to insure a uniform distribution of materials 

throughout the mass. All solid materials for the concrete shall be accurately measured and charged into 

the drum at the proportioning plant. Except as subsequently provided, the truck mixer shall be equipped 

with a device by which the quantity of water added can be readily verified. The mixing water may be 

added directly to the batch, in which case a tank is not required. Truck mixers may be required to be 

provided with a means of which the mixing time can be readily verified by the Engineer. 

The maximum size of batch in truck mixers shall not exceed the minimum rated capacity of the mixer 

as stated by the manufacturer and stamped in metal on the mixer. Truck mixing, shall, unless otherwise 

directed be continued for not less than 100 revolutions after all ingredients, including water, are in the 

drum. The mixing speed shall not be less than 4 rpm, nor more than 6 rpm. 

Mixing shall begin within 30 minutes after the cement has been added either to the water or aggregate, 

but when cement is charged into a mixer drum containing water or surface wet aggregate and when the 

temperature is above 32oC, this limit shall be reduced to 15 minutes. The limitation in time between 

the introduction of the cement to the aggregate and the beginning of the mixing may be waived when, 

in the judgement of the Engineer, the aggregate is sufficiently free from moisture, so that there will be 

no harmful effects on the cement. 

  

When a truck mixer is used for transportation, the mixing time specified in Subsection 405.4.4 (3) at a 

stationary mixer may be reduced to 30 seconds and the mixing completed in a truck mixer. The mixing 

time in the truck mixer shall be as specified for truck mixing. 

5. Transporting Mixed Concrete 

 

Mixed concrete may only be transported to the delivery point in truck agitators or truck mixers 

operating at the speed designated by the manufacturers of the equipment as agitating speed, or in non-

agitating hauling equipment, provided the consistency and workability of the mixed concrete upon 

discharge at the delivery point is suitable point for adequate placement and consolidation in place. 

Truck agitators shall be loaded not to exceed the manufacturer’s guaranteed capacity. They shall 

maintain the mixed concrete in a thoroughly mixed and uniform mass during hauling. 

No additional mixing water shall be incorporated into the concrete during hauling or after arrival at the 

delivery point. 

 

The rate of discharge of mixed concrete from truck mixers or agitators shall be controlled by the speed 

of rotation of the drum in the discharge direction with the discharge gate fully open. 

When a truck mixer or agitator is used for transporting concrete to the delivery point, discharge shall 

be completed within one hour, or before 250 revolutions of the drum or blades, whichever comes first, 

after the introduction of the cement to the aggregates. Under conditions contributing to quick stiffening 

of the concrete or when the temperature of the concrete is 30oC, or above, a time less than one hour 

will be required. 

6. Delivery of Mixed Concrete 
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The Contractor shall have sufficient plant capacity and transportation apparatus to insure continuous 

delivery at the rate required. The rate of delivery of concrete during concreting operations shall be such 

as to provide for the proper handling, placing and finishing of the concrete. The rate shall be such that 

the interval between batches shall not exceed 20 minutes. The methods of delivering and handling the 

concrete shall be such as will facilitate placing of the minimum handling. 

405.5 Method of Measurement 

 

The quantity of structural concrete to be paid for will be the final quantity placed and accepted in the 

completed structure. No deduction will be made for the volume occupied by pipe less than 100 mm in 

diameter or by reinforcing steel, anchors, conduits, weep holes or expansion joint materials. 

 

 

MASONRY WORKS 

 

704.1 Clay or Shale Brick 

 

Brick shall conform to the requirements of one of the following specifications: Sewer Brick -

 AASHTO M 91, Grade SM 

Sewer Brick - ASTM C 32, Grade SM 

Building Brick - AASHTO M 114, Grade SW, or ASTM C 62, Grade SW The grade will be 

shown on the Plans or in the Special Provisions. 

704.2 Concrete Brick 

 

Concrete brick shall conform to the requirements of ASTM C 55, Grade A. 

 

 

 

704.3 Concrete Masonry Blocks 

 

Concrete masonry blocks may be rectangular or segmented and, when specified, shall have ends shaped 

to provide interlock at vertical joints. 

 

Solid blocks shall conform with the requirements of ASTM C 139 or ASTM C 145, grade as specified. 

Hollow blocks shall conform to the requirements of ASTM C 90, grade as specified. 

Dimensions and tolerances shall be as individually specified on the Plans. 

 

PLASTERING WORKS 

 

Plastering is done with cement and sand mortar. It consists of different thickness as per requirement of 

the site. Plastering is done by applying cement mortar with required ratio i. e. 1:3, 1:4, 1:6 on the walls 

and the plaster should be in straight line, level and plumb and the joint must be in right angle. 

The general specification for cement plastering is: 

1. Single coat cement plastering - 12 or 15 or 20mm 

2. Cement plaster with a floating coat of neat cement - 12 or 15 or 20mm 

3. Cement plaster 2 coats work - 18mm 

4. Cement ceiling plaster - 6mm 

  

5. Cement plaster for slab bearing – 6mm 

 

 

DOORS & WINDOWS 

 

Use Panel Door 2.10m x 0.80m w/ complete accessories  

Flush Door 2.10m x 0.70m 

Analok Window 1.20m x 1.20m w/ screen  
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Analok Window 0.60m x 0.60m w/ screen  

Roll – Up Door 3.00m x 2.50m 

STRUCTURAL STEEL 

 

712.1 Structural Steels 

712.1.1 General 

Steel shall be furnished according to the following Specifications. Unless otherwise specified, 

structural carbon rivet steel shall be furnished. 

712.1.2 Structural Steel 

a. Carbon Steel. Unless otherwise specified, structural carbon steel for riveted, bolted or welded 

construction shall conform to Structural Steel, AASHTO M 183. 

b. Eyebars. Steel for eyebars shall be of a weldable grade. This grade includes structural steel 

conforming to: Structural Steel, AASHTO M 183; Highway Strength Low Alloy Structural Steel with 

344.5 MPa Minimum Yield Point to 100 mm thick, AASHTO M 222 (ASTM A 588 with 

Supplementary Requirement SI of AASHTO M 222 mandatory). 

712.1.3 High-Strength Low Alloy Structural Steel 

It shall conform to: High-Strength Low-Alloy Columbium-Vanadium Steels of Structural Quality, 

AASHTO M 223, High-Strength Low Alloy Structural Steel with 344.5 MPa Minimum Yield Point to 

100 mm (4 inches) thick, AASHTO M 222. 

712.1.4 High-Strength Low Alloy Structural Steel for Welding 

It shall conform to: 

a. High-Strength Low Columbium-Vanadium Steels of Structural Quality, Grade 50, AASHTO 

M 223 (ASTM A 572 with supplementary requirements S2 of AASHTO M 223 mandatory). 

b. High-Strength Low Alloy Structural Steel with 344.5 MPa Minimum Yield Point to 100 mm 

thick, AASHTO M 222 (ASTM A 588 in Supplementary Requirement S1 of AASHTO M 222 

mandatory). 

712.1.5 High-Strength Structural Steel for Riveted or Bolted Construction 

It shall conform to: 

a. High-Strength Low Alloy Columbium – Vanadium Steel of Structural Quality, and AASHTO 

M 223. 

b. High-Strength Low Alloy Structural Steel with 344.5 MPa Minimum Yield Point to 100mm 

(4 inches) thick, AASHTO M 222. 

712.1.6 High-Yield Strength, Quenched and Tempered Alloy Steel Plate 

It shall conform to: 

a. High-Yield Strength, Quenched and Tempered Alloy Steel Plate, suitable for welding, ASTM 

A 514. 

b. High-Strength Alloy Steel Plates, Quenched and Tempered for pressure vessels, ASTM A 517. 

 

 

c. Quenched and tempered alloy steel structural shapes and seamless mechanical tubing meeting 

all the mechanical and chemical requirements of A 514/A 517 steel, except that the specified maximum 

tensile strength may be 964.6 MPa for structural shapes and 999.05 MPa for seamless mechanical 

tubing shall be considered as A 514/A 517 steel. 

 

 

712.1.7 Structural Rivet Steel 

It shall conform to Steel Structural Rivets AASHTO M 228, Grade I (ASTM A 502, Grade I). 

712.1.8 High-Strength Structural Rivet Steel 

It shall conform to Steel Structural Rivets AASHTO M 228, Grade 2 (ASTM A 502, Grade 2). 
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712.1.9 High-Strength Bolts 

Bolts, nuts and circular washers shall conform to High-Strength Bolts for Structural Steel Joints, 

including Suitable Nuts and Plain Hardened Washer, AASHTO M 164 (ASTM A 325). 

High-strength bolts for structural steel joints including suitable nuts and plain hardened washers shall 

conform to either AASHTO M 164 (ASTM A 325) or AASHTO M 253. When M 164 type 3 bolts are 

specified, they along with suitable nuts and washers shall have an atmospheric corrosion resistance 

approximately two times that of carbon steel with copper. 

Bolts and nuts manufactured to AASHTO M 164 (ASTM A 325) are identified by proper marking as 

specified on the top of the bolt heads and on one face of the nuts for three different types. 

Bolts manufactured to AASHTO M 253 shall be identified by marking on the top of the head with the 

symbol A 490 and the nuts shall be marked on one face 

with the legend “2H” or “DH”. 

Bolt and nut dimensions shall conform to the dimensions shown in Table 712.1 and to the requirements 

for Heavy Hexagon Structural Bolts and for Heavy Semi-Finished Hexagon Nuts given in ANSI 

Standard B 18.2.1 and B 18.2.2, respectively. 

 

Circular washers shall be flat and smooth and their nominal dimensions shall conform to the 

dimensions given in Table 712.2 except that for lock pin and collar fasteners, flat washers need not be 

used, unless slotted or oversized holes are specified. 

 

 

ROOFING WORKS 

 Description 

 

This item shall consist of furnishing all prepainted metal sheet materials, tools and equipment, plant 

including labor required in undertaking the proper installation complete as shown on the Plans and in 

accordance with this Specification. 

 Material Requirement 

 

All prepainted metal sheet and roofing accessories shall be oven baked painted true to profiles indicated 

on the Plans as per approval of the Engineer 

1014.2.1 Prepainted Roofing Sheets 

 

Prepainted roofing sheets shall be fabricated from cold rolled galvanized iron sheets specially tempered 

steel for extra strength and durability. It shall conform to the material requirements defined in PNS 

67:2014 Hot-dip Metallic-Coated Steel Sheets for Roofing - Specification. Profile section in 

identifying the architectural moulded rib to be used is as follows: Regular corrugated, Quad-rib, Tri-
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wave, Rib-wide, Twin-rib, and others. Desired color shall be subject to the approval of the 

Architect/Engineer. Gutters, Valleys, Flashings Hip and Ridge roll shall be fabricated from gauge 24 

(0.600 mm thick) cold-rolled plain galvanized iron sheets specially tempered steel. Profile section shall 

be as indicated on the Plans. Fastening hardware shall be of galvanized iron straps, rivets or bolts. G.I. 

straps are of 0.500 mm thick x 16 mm wide x 267 mm long (gauge 26 x 5/8" x 10-1/2") and standard 

rivets. 

  

 
  

 

CARPENTRY WORKS 

  

Use Hardiflex 4’ x 8’ x 3/16’’  

Wall Angle 1’’ x 1’’  

Carrying Channel 0.80mm  

Blind Rivets 5/32 x 1/2  

Blind Rivets 5/32 x 3/4 

W Clip 

Concrete Nail 1’’ 

Tox w/ screw 2 1/2 x 1/8  

Drill Bit 

Metal Furring 0.40mm  

Mesh Tape. 

 

 

ELECTRICAL WORKS 

 

General Notes: 

 

1. ALL ELECTRICAL WORKS SHALL BE DONE UNDER THE DIRECT AND 

IMMEDIATE SUPERVISION OF A DULY REGISTERED ELECTRICAL ENGINEER OR 

REGISTERED MASTER ELECTRICIAN. 

2. UNDER RA7920 SECTION 40. PENALTY CLAUSE. — 

 

ANY PERSON WHO SHALL VIOLATE ANY OF THE PROVISIONS OF THIS ACT SHALL BE 

GUILTY OF MISDEMEANOR AND SHALL, UPON CONVICTION, BE SENTENCED TO A 

FINE OF NOT LESS THAN TEN THOUSAND PESOS (P10,000.00) NOR MORE THAN FIFTY 

THOUSAND PESOS (P50,000.00) OR IMPRISONMENT FOR A PERIOD NOT LESS THAN SIX 

(6) MONTHS NOR MORE THAN FIVE (5) YEARS OR BOTH AT THE DISCRETION OF THE 

COURT. 

3. ALL ELECTRICAL WORKS SHALL BE DONE IN ACCORDANCE WITH THE 

PROVISION OF THE LATEST EDITION OF THE PHILIPPINE ELECTRICAL CODE, EXISTING 



                                                      Republic of the Philippines 

  MUNICIPALITY OF LINGAYEN 
  Province of Pangasinan 

 
 

APPLICABLE ORDINANCES, RULES AND REGULATIONS OF THE LOCAL GOVERNMENT 

AND WITH THE REQUIREMENTS OF THE LOCAL POWER COMPANY. 

4. THE TYPE OF SERVICE POWER SUPPLY TO BE USED SHALL BE SINGLE-PHASE 

WITH GROUNDING WIRE, 3-WIRE, 230V, 60 HERTZ, A.C 

5. ALL PANEL SHALL BE INSTALLED AT THE FOLLOWING HEIGHTS ABOVE THE 

FINISHED FLOOR LEVEL UNLESS NOTED IN THE PLAN 

 

 

A) PANEL BOARD 78 INCHES @ 1980mm 

 

B) MINIMUM ACCEPTABLE WORKING SPACE WIDTH IS 30 INCHES @ 762mm 

 

C) SWITCH @ 1400mm 

 

D) CONVENIENCE OUTLET @ 300mm 

 

6. THE  CONTRACTOR  SHALL  VERIFY  AND  ORIENT  THE  ACTUAL  LOCATION  

OF  SERVICE  ENTRANCE  FOR CONNECTION TO THE POWER COMPANY SERVICE 

POINT. 

7. UNLESS OTHERWISE SPECIFIED, THE MINIMUM SIZES OF WIRE AND 

GALVANIZED RIGID STEEL CONDUIT TO 

  

BE USED SHALL BE 3.5mm2 THHN, AND 15mm NOMINAL DIAMETER, RESPECTIVELY. 

LIKEWISE, ALL ELECTRICAL WIRES SHALL BE COLOR CODED. 

8. WHEREVER REQUIRED AND NECESSARY, PULL OR JUNCTION BOXES SHALL BE 

 

INSTALLED AT CONVENIENT AND INCOSPICUOUS LOCATION, ALTHOUGH SUCH 

BOXES ARE NOT SHOWN ON THE PLAN NOR MENTIONED IN THE SPECIFICATIONS. 

9. ALL NON-CURRENT CARRYING METAL PARTS OF ELECTRICAL EQUIPMENT 

SHALL BE PROPERLY GROUNDED IN ACCORDANCE WITH THE PROVIONS OF THE 

LATEST EDITION OF THE PHILIPPINE ELECTRICAL CODE. 

10. ALL MATERIALS SHALL BE BRAND NEW AND OF THE APPROVED TYPE FOR 

LOCATION PURPOSE. 

 

11. STANDARD TYPE OF ACESSORIES, SPLICING DEVICES, TERMINATIONS AND 

OTHER APPURTENANCES FOR THE ENTIRE ELECTRICAL INSTALLATION SHALL BE 

USED. 

12. TAGGING OF PANELS, TAGGING OF CIRCUIT BREAKER, TAGGING OF WIRE IN 

WIRE GUTTER AND ANY OTHER ELECTRICAL EQUIPMENT IS A MANDATORY 

REQUIREMENT BEFORE ACCEPTANCE AND TURNOVER. 

13. ALL PANELS AND ELECTRICAL DEVICES SHALL BE PROPERLY GROUNDED TO 

EARTH TO PROTECTS AGAINST ELECTRICAL SHOCKS 

PLUMBING WORKS 

 

All plumbing works included herein shall be executed according to the provisions of the Plumbing 

Code of the Philippines. The National Building Code and Rules & Regulation of Municipality of 

Lingayen, Pangasinan coordinate the drawings with other related drawings and specifications. The 

architect/engineer shall be notified immediately of any discrepancy found herein. All pipes shall be 

installed as indicated on plans. any relocation required for proper execution of other trades shall be 

with prior approval of the architect or engineer. Proposed sanitary utilities shall conform to the actual 

location, depth and invert elevation of all existing pipes and structures as verified by the contractor. 

The contractor shall verify all existing utilities at site and coordinate the works with the sewer line 

effluent or disposal point and water line service connecting point. All pipes are in millimeters nominal 

inside diameter and all dimensions are in meter unless otherwise specified 

GRADES OF HORIZONTAL PIPINGS: 
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Run all horizontal pipings in perfect alignment and at a form grade of not less than two percent 2% 

change in direction: 

 

All change in direction shall be made by appropriate use of forty-five degrees (45°) wyes, long sweep 

quarter bend, six-eight or sixteenth bends, when the change of flow is from horizontal to vertical or 

sixteenth bends. When the change of flow is from horizontal to vertical 1/8 bend combination maybe 

used on vertical stacks and short quarter bends maybe used on waste line. Tee and crosses maybe used 

in vent pipes. 

PROHIBITED FITTINGS 

 

No double hub or tee branch shall be used on horizontal wastes lines. the drillings and tappings of 

house drains, waste or vent pipes and used of saddle hub and bend are prohibited. 

SLEEVES 

 

Provide pipe sleeves at walls, columns or slabs one size bigger than the actual size passing through the 

walls, columns or under slab to protect pipe from breakage 

PIPE CLEANOUTS 

 

Pipe cleanouts are required under following conditions: 

 

a. every change in horizontal directions exceeding twenty-two and one-half degrees (22-1/2°) 

 

b. one and one-half meters (1.50m) inside the property line before the house drainage connection 

  

c. every fifteen meters (15m) in horizontal run of pipes 

 

d. at the end of any horizontal pipe lines 

 

 

 

 

The digestion chamber of septic vault must be waterproofed. 

 

Not less than 300mm of air space must be left between the top of the sewage and the other part of the 

vault roof slab. No septic vault must be constructed under the building. 

All plumbing works shall be done by a licensed master plumber and licensed plumbing contractor. 

 

Installation of plumbing fixtures and accessories, including flush control valves intended for people 

with disabilities, shall be in accordance with requirements. 

Installation of plumbing piping shall be fully coordinated with structural, architectural, electrical, and 

hvac drawings to avoid conflict. 

No plumbing (water, drains, vent, or gas piping) shall be installed directly above any electrical panels. 

Coordinate with other divisions before proceeding with installation. 

If non-design base equipment is selected, contractor shall bear additional costs for modifications to the 

original system(s). Provide water hammer arresters at plumbing fixtures and groups of plumbing 

fixtures that are standard. 

Contractor shall furnish and install all materials, labor and equipment permit fees, required for, or 

incidental to the installation of a complete and operational plumbing system as indicated in the contract 

documents including specifications. 

All plumbing services going into the building and leaving the building shall be connected to the site 

utilities, coordinate with site utilities drawings. Coordinate all exterior underground plumbing work 

drawings. 

All plumbing work shall be in conformance with the Philippine Plumbing Code, municipal or city 

codes, and the authority having jurisdiction. 
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Install ball valve close to water main on each branch and riser serving plumbing equipment and 

fixtures. 

 

Sanitary/vent fitting types shall be as required by the Philippine building and plumbing code. First 

floor 100’-0’’ is equivalent to 

891.15 finished floor elevation. 

 

DRAIN PIPE 

 

Description 

 

This item shall consist of installing drain pipes, fastened with steel straps that are either bolted to pier 

copings or welded to steel girders in various locations of the bridge, or as indicated in accordance with 

this specification and in conformity with the lines, and grades and dimensions shown in the plans or 

as established by the Engineer. 

 

Material Requirements 

 

Polyvinyl chloride (PVC) pipe shall meet the requirements specified in one of the following 

specifications: ASTM D 3034, D 2241, D 1785, D 2665, D 2680, F 789, F 679 or AASHTO M 304M 

(D2729). 

 

Galvanized iron pipe shall meet the requirements specified in one of the following specifications: 

ASTM A 53, AASHTO M 36 or M 218 

  

 

Steel strap shall meet the requirements of Item 712, Structural Metal; Item 409, Welded Structural 

Steel, and Item 411, Paint, DPWH Standard Specifications, Volume II, Highways, Bridges and Airport. 

 

Anchor bolts and bolts fastener shall meet the requirement of Item 712, Structural Metal, DPWH 

Standard Specifications, Volume II, Highways, Bridges and Airport. 

 

Paint materials shall conform to the requirements of Item 709, Paints, DPWH Standard Specifications, 

Volume II, Highways, Bridges and Airport. 

 

Construction Requirements 

 

Pipes installed shall conform with the lines and grades shown in the Plans or as established by the 

Engineer. Drain pipe extension, if needed shall be attached to the ends of existing drain pipes either 

using pipe sleeves or pipe with bell sockets. The length of the extension shall depend on the existing 

drain pipe condition and the location as shown in the Plans and shall not be lower than the required 

vertical clearance or as directed by the Engineer. 

 

Pipes and fittings shall be homogeneous throughout the free from visible cracks, holes, foreign 

inclusions or other injurious defects. Pipes installed shall be as uniform commercially practical in 

color, opacity, density and other physical properties. 

 

Fabrication of steel straps shall conform to the dimensions shown in the Plans and must be galvanized. 

Steel strap, unless otherwise specified, shall be coated with two shop coats of red lead paint and two 

field coats of paint as specified under Item 411, Paint, DPWH Standard Specifications, Volume II, 

Highways, Bridges and Airport. 

 

Anchor bolts shall be placed as provided under Item 403, Metal Structures, DPWH Standard 

Specifications, Volume II, Highways, Bridges and Airport or as shown in the Plans. 
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Welded connections shall conform to the requirements of Item 409, Welded Structural Steel, DPWH 

Standard Specifications, Volume II, Highways, Bridges and Airport. 

 

GENERAL REGULATIONS 

 

Unless otherwise indicated, all fixtures or trap must be provided with individual vents. there shall be 

required ventilation and lighting system for toilets and bathrooms. Grades of horizontal piping run: all 

slopes for horizontal sewer branches shall maintain 2% unless otherwise specified. 

 

 

TILE WORKS PREPARATION 

A. Substrate Preparation: Prepare and clean substrate in accordance with installation standards 

 

1. Remove protrusions, bumps and ridges by grinding or chipping. 

 

2. Repair, fill, and level cracks, holes, depressions and rough or chipped areas in substrate using 

patching material. 

 

INSTALLATION 

 

Perform work in compliance with standard accepted installation guidelines and setting materials 

 

General Installation Standards: Install tile in accordance with standards, appropriate methods, and 

written instructions of the specified 

  

manufacturers. 

 

Installing Tile: 

1. Install tile in grid pattern plumb and level. Align joints when adjoining tiles on floor, base, 

walls, and trim. Adjust to minimize tile cutting and to avoid tile less than half size. 

2. When possible, smooth cut edges of tile and/or use appropriate cutter or wet saw to produce 

smooth cuts. Provide straight cuts which align with adjacent materials. 

 

 

3. Extend tile into recesses and under equipment and fixtures to form a complete covering without 

interruption. 

4. Terminate tile neatly at obstructions, edges, and corners, without disruption of pattern or joint 

alignment. 

5. Provide tile joints uniform in width, subject to variance in tolerance allowed in tile size. Make 

joints smooth and even, without voids, cracks, or excess mort align wall tile joints with floor tile joints. 

 

PAINTING WORKS 

 

411.1 Description 

 

This Item shall consist of furnishing and applying all paint materials including vehicles, pigments, 

pastes, driers, thinners and mixed paints for steel and wooden structures; sampling, testing and packing; 

preparation of the surface and application of paint to structures. 

411.2 Materials Requirements 

 

411.2.1 General 

 

Paint, except aluminum paint, shall consist of pigments of the required fineness and composition 

ground to the desired consistency in linseed oil in a suitable grinding machine, to which shall be added 

additional oil, thinner and drier as required. 
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Aluminum paint shall consist of aluminum powder or paste of the required fineness and composition 

to which shall be added the specified amount of vehicle. 

The paint shall be furnished for use in ready mixed, paste or powder form. 

 

All paints shall meet the following general requirements: 

1. The paint shall show no excessive settling and shall easily redisperse with a paddle to a smooth, 

homogeneous state. The paint shall show no curdling, livering, caking or color separation and shall be 

free from lumps and skins. 

2. The paint as received shall brush easily, possess good leveling properties and shall show no 

running or sagging when applied to a smooth vertical surface. 

3. The paint shall dry to a smooth uniform finish, free from roughness grit, unevenness and other 

imperfections. 

4. The paint shall not skin within 48 hours in a ¾ filled tightly closed container. 

 

 

411.2.2 The paint shall conform to the requirements of the Specifications indicated as follows: 

 

  
 

411.2.3 Drier 

 

This Specification covers both straight oil drier (material free from resins and gums), and Japan drier 

(material containing varnish gums). The drier shall be composed of lead manganese or cobalt or a 

mixture of any of these elements, combined with a suitable fatty oil, with 

  

or without resins or gums, and mineral spirits or turpentine, or a mixture of these solvents. The drier 

shall conform to the following requirements: 

1. Appearance – Free from sediment and suspended matter. 

2. Flash Point – (Tag Close Up) Not less than 30oC. 

3. Elasticity – The drier when flowed on metal and baked for 2 hours at 100oC shall have an 

elastic film. 

4. Drying – It shall mix with pure raw linseed oil in the proportion of 1 volume of drier to 19 

volume of oil without curdling and the resulting mixture when flowed on glass shall dry in not more 

than 18 hours. 

5. Color – When mixed with pure, raw linseed oil in the proportion of 1 volume of drier to 8 

volume of oil, the resulting mixture shall be darker than a solution of 6 grams of Potassium Dichromate 

in 13 cc of pure Sulfuric Acid (sp.gr. 1.84). 

 

 

411.3 Construction Requirements 

 

411.3.1 Proportion of Mixing 

 

It is the intent of this Specification to provide a paint of proper brushing consistency, which will not 

run, steak or sag and which will have satisfactory drying qualities. 

411.3.2 Aluminum Paint, Field Coats on Structural Steel 
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The paint shall be mixed in the proportion of 240 grams of aluminum powder or paste per liter of 

vehicle of long oil spar varnish. This makes a paint containing 21 percent pigment and 79 percent 

vehicle. The weighed amount of powder or paste shall be placed in a suitable 

mixing container and the measured volume of vehicle poured over it. The paste or powder shall be 

incorporated in the paint by vigorous stirring with a paddle. The powder or paste will readily disperse 

in the vehicle. Before removing any paint from the container, the paint shall be thoroughly stirred to 

insure a uniform mixture, and the paint shall be suitably stirred during use. The paint shall be mixed 

on the job and only enough for one day’s use shall be mixed at one time. 

When two field coats of aluminum paint are specified, the first coat shall be tinted with lampblack 

paste or Prussian blue paste in the quantity of 240 grams/liter of paint. The exact quantity used shall 

be sufficient to give a contrast in color which can be readily distinguished. When three field coats of 

aluminum paint are specified, the second coat shall be tinted. 

411.3.3 Aluminum Paint, Field Coats on Creosoted Timber 

 

The paint shall be mixed as specified for Aluminum Paint for Structural Steel except that the 

proportions shall be 270 grams of aluminum powder or paste to one litre of vehicle. 

Other paint composition may be used when and as stipulated in the Special Provisions. 

 

411.3.4 Containers and Markings 

 

All paints shall be shipped to strong substantial containers plainly marked with the weight, color and 

volume in litres of the paint content, a true statement of the percentage composition of the pigment, 

the proportions of the pigment to vehicle, the name and address of the manufacturers, and the stencil 

of the authorized inspecting agency. Any package or container not so marked will not be accepted for 

use. 

411.3.5 Sampling and Testing 

 

Method of sampling shall be as follows: 

1. One 20-litre can sample in original unopened container shall be obtained for 100 cans of the 

delivered material or 10% fraction thereof. 

2. One 4-litre can sample in original unopened container shall be obtained for every 100 cans or 

fraction thereof of the delivered material. 

 

Methods of testing will be in accordance with the applicable AASHTO or ASTM Methods. 

 

411.3.6 Painting 

 

411.3.6.1 The painting of structure shall include the proper preparation of the surface; the 

application, protection and drying of the paint coatings, the protection of the pedestrians, vehicular or 

other traffic upon or underneath the structures, the protection of all parts of the structure 

  

(both superstructure and substructure) against disfigurement by spatters, splashes and smirches of paint 

or of paint materials; and the supplying of all tools, tackle, scaffolding, labor, paint and materials 

necessary for the entire work. 

Paint shall not be applied during rain, storms or when the air is misty, or when, in the opinion of the 

Engineer, conditions are otherwise unsatisfactory for the work. Paint shall not be applied upon damp 

surfaces or upon metal which has absorbed heat sufficient to cause the paint to blister and produce a 

pervious paint film. 

No wide flat brush shall be used. All brushes preferably shall be either round or oval but if flat brushes 

are used, they shall not exceed 100 mm in width. 

The paint when applied shall be so manipulated as to produce a uniform even coating in close contact 

with the surface being painted, and shall be worked into all corners and crevices. 

411.3.6.2 Painting Structural Steel 
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Surfaces of metals to be painted shall be thoroughly cleaned of rust, loose mill, scale, dirt, oil or grease, 

and other foreign substances. Unless cleaning is to be done by sandblasting, all weld areas, before 

cleaning is begun, shall be neutralized with a proper chemical, after which they shall be thoroughly 

rinsed with water. Cleaning may be by any of the following three methods: 

1. Hand Cleaning 

 

The removal of rust, scale and dirt shall be done by the use of metal brushes, scrapers, chisels, hammers 

or other effective means. Oil and grease shall be removed by the use of gasoline or benzene. Bristle or 

wood fiber brushes shall be used for removing loose dust. 

2. Sandblasting 

 

Sandblasting shall remove all scale and other substances down to the base metal. Special attention shall 

be given to the cleaning of corners and reentrant angles. Before painting, sand adhering to the steel in 

corners and elsewhere shall be removed. The cleaning shall be approved by the Engineer prior to any 

painting. The material shall be painted before the rust forms and not later than 2 hours after cleaning. 

3. Flame Cleaning 

 

Oil and grease shall be removed by washing with suitable solvent. Excess solvent shall be wiped from 

the work before proceeding with subsequent operation. The surface to be painted shall be cleaned and 

dehydrated (freed of occluded moisture) by the passage of oxyacetylene flames which have an oxygen 

to acetylene of at least one. The inner cones of these flames shall have a ratio length to port diameter 

of at least 8 and shall not be more than 4 mm center to center. The oxyacetylene flames shall be 

traversed over the surface of the steel in such manner and at such speed that the surface is dehydrated, 

and dirt, rust, loose scale, scale in the form of blisters or scabs, and similar foreign matter are freed by 

the rapid intense heating by the flames. The flames shall not be traversed so slowly that loose scale or 

other foreign matter is fused to the surface of the steel. The number, arrangement and manipulation of 

the flames shall be such that all parts of the surface are adequately cleaned and dehydrated. Promptly 

after the application of the flames, the surface of the steel shall be wire-brushed, hand scraped wherever 

necessary and then swept and dusted to remove all free materials and foreign particles. Compressed 

air shall not be used for this operation. Paint shall be applied promptly after the steel has been cleaned 

and while the temperature of the steel is still above that of the surrounding atmosphere, so that there 

will be no recondensation of moisture on the cleaned surfaces. 

4. Shop Painting of Structural Steel 

 

When all fabrication work is completed and has been tentatively accepted, all surfaces not painted 

before assembling shall be given two coats of Red Lead Shop Paint conforming to the requirements of 

this Specification. (The inside of top chords for trusses and laced members or inaccessible parts, except 

contact surfaces, may be painted before assembling). Shipping pieces shall not be located for shipment 

until thoroughly dry. No painting shall be done after loading the materials on transport vehicles. 

Erection marks for field identifications of members shall be painted upon previously painted surfaces. 

  

With the exception of abutting joints and base plates, machine finished surface shall be coated, as soon 

as practicable after acceptance with a hot mixture of white lead and tallow before removal from the 

shop. The composition used for coating machine-finished surface shall be mixed in the following 

proportions: 

 

  
 

5. Field Painting of Structural Steel 
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When the erection work is complete including riveting and straightening of bent metal; all adhering 

rust, scale, dirt, grease or other foreign material shall be removed as specified under cleaning of 

surfaces. 

As soon as the Engineer has examined and approved all field rivets, the heads of such rivets and field 

bolts, all welds and any surfaces from which the shop coat of paint has become worn off or has 

otherwise become defective, shall be cleaned and thoroughly covered with one coat of shop coat paint. 

When the paint applied for “touching up” rivet heads and abraded surfaces has become thoroughly dry, 

such field coats as called for shall be applied. In no case shall a succeeding coat be applied until the 

previous coat has dried throughout the full thickness of the film. All small cracks and cavities which 

were not sealed in water-tight manner by the first field coat shall be filled with a pasty mixture of red 

lead and linseed oil before the second field coat is applied. 

411.3.6.3 Painting and Timber Structures 

 

Timber structures shown on the Plans to be painted, shall be given two coats of the specified materials, 

which shall be thoroughly brushed in. Additional coats shall be required when so specified on the 

Plans. All surfaces shall be thoroughly dry before painting, and each coat shall be allowed to stand for 

three or four days, or until thoroughly dry before applying the succeeding coat. 

Timber which required painting must be seasoned timber surfaced on four (4) sides. It shall be either 

untreated or salt-treated timber as specified on the Plans. 

The entire surface of all untreated timber that is to be painted, shall be given a priming coat immediately 

after the material is delivered to the project. All contact surfaces shall receive the second coat paint. 

Special care shall be taken during construction and handling so that the pieces to be painted do not 

come in contact, except when required, with the creosoted materials and that no oil is brushed on the 

same during construction operations. The Contractor shall be required to pile such pieces separately 

from the creosoted materials and keep them from contact with same until ready for erection. 

  

above. 

Creosoted materials such as guardrails and guide posts which are to be painted, shall be painted with 

aluminum paint as specified 

  

411.3.6.4 painting Galvanized Surface 

 

For the purpose of conditioning the surface of galvanized surfaces to be painted, the painting shall be 

deferred as long as possible in order that the surface may weather. 

Before painting galvanized surfaces, they shall be treated as follows: 

 

1. In 4 litres of soft water, dissolve 60 ml of copper chloride, copper nitrate, and sal ammonia, 

then add 60 ml of commercial muriatic acid. This should be done in earthenware or glass vessel, never 

in tin or other metal receptacle. Apply the solution with a wide flat brush to the galvanized surface, 

when it will assume a dark almost black color which on drying becomes a grayish film. 

2. The surfaces, when dry, may then be painted as described. 

 

411.3.6.5 Repainting Existing Structures 

 

When called for on the Plans or in the Special Provisions, existing structures shall be given the number 

and kind of coats of field 

  

paint as stipulated. The surface to be repainted shall be cleaned as specified under Subsection 411.3.6.2, 

Painting Structural Steel, with the added provisions that all dead or loose paint shall be removed by 

scraping, chipping, or brushing as may be necessary. Timber railings, name plates, planking and other 

interfering parts shall be removed before cleaning is begun and shall be replaced after the painting has 

been completed and the last coat has thoroughly dried. The application of the coat shall be as specified 

under Subsection 411.3.6.2, (5), Field Painting of Structural Steel. 

 

PRE-FABRICATED MATERIALS 
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Use Stainless Cut Out. 

 

ENGINEER’S FACILITY 

 

Facilities that are constructed, rented, renovated, etc., strictly for use during the construction phase of 

the project (e.g., structures, roads, utility connections, parking, walkways). Facilities that remain in 

place or use after completion of construction should be charged elsewhere (e.g., permanent plant 

construction, sitework, operating expense). 

 

PROJECT BILLBOARD 

 

2.2.3 For infrastructure projects, a tarpaulin signboard must be suitably framed for outdoor display at 

the project location, and shall be posted as soon as the award has been made. The design and format 

of the tarpaulin, as shown in Annex “A”, shall have the following specification: 

 

Tarpaulin, white. 8 ft x 8 ft Tarpaulin, white, 4 ft x 8 ft 

 

Resolution: 70 dpi Resolution: 70 dpi 

 

Font: Helvetica Font: Helvetica 

 

Font Size: Main Information -3” Font Size: Main Information -3” 

 

Sub Information -1” Sub-Information –1” 

 

Font Color: Black Font Color: Black 

 

CONSTRUCTION SAFETY & HEALTH PROGRAM 

B.2 MEDICAL ROOM AND FIRST AID FACILITIES 

1. The Contractor shall provide and maintain throughout the duration of the Contract a medical 

room together with all necessary supplies to be sited in the Contractor’s main area. The medical room 

shall be waterproof, it could be a building or room designated and used exclusively for the purpose. It 

shall have a floor area of at least 15 square meters and a glazed window area or at least 2 square meters. 

2. The Contractor shall employ permanently on the site a fully trained Medical Aide, who shall 

be engaged solely on medical duties. 

  

3. The location of the medical room and any other arrangements shall be made known to all 

employees by posting on prominent locations suitable notices in the site. 

4. The Contractor’s arrangement to comply with the Section shall be subject to the approval of the 

Engineer and also to the approval of any qualified Medical Officer designated by the Government to 

supervise medical arrangements on the site 
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Section VI – Specification 

TO 

 

Project: Site Development and Improvement of Columbarium (Phase III) Location: Brgy. Maniboc, 

Lingayen, Pangasinan 

APPROVED TECHNICAL SPECIFICATIONS 

 

EXCAVATION WORKS & STRUCTURE EXCAVATION (DRAINAGE CANAL) 

 

102.1 Description 

This Item shall consist of roadway drainage and borrow excavation, and the disposal of material in 

accordance with this Specification and in conformity with the lines, grades and dimensions shown on 

the Plans or established by the Engineer. 

102.1.1 Roadway Excavation 

Roadway excavation will include excavation and grading for roadways, parking areas, intersections, 

approaches, slope rounding, benching, waterways and ditches; removal of unsuitable material from 

the roadbed and beneath embankment areas; and excavating selected material found in the roadway 

as ordered by the Engineer for specific use in the improvement. Roadway excavation will be 

classified as “unclassified excavation”, “rock excavation”, “common excavation”, or “muck 

excavation” as indicated in the Bill of Quantities and hereinafter described. 

(1) Unclassified Excavation. Unclassified excavation shall consist of the excavation and disposal 

of all materials regardless of its nature, not classified and included in the Bill of Quantities under 

other pay items. 

(2) Rock Excavation. Rock excavation shall consist of excavation of igneous, sedimentary and 

metamorphic rocks which cannot be excavated without blasting or the use of rippers, and all boulders 

or other detached stones each having a volume of 1 cubic meter or more as determined by physical 

measurements or visually by the Engineer. 

(3) Common Excavation. Common excavations shall consist of all excavation not included in 

the Bill of Quantities under “rock excavation” or other pay items 

(4) Common Excavation. Common excavations shall consist of all excavation not included in 

the Bill of Quantities under “rock excavation” or other pay items. 

(5) Muck Excavation. Muck excavation shall consist of the removal and disposal of deposits of 

saturated or unsaturated mixtures of soils and organic matter not suitable for foundation materials 

regardless of moisture content. 
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102.1.2 Borrow Excavation 

Borrow excavation shall consist of the excavation and utilization of approved materials required for 

the construction of embankments or for other portions of the work, and shall be obtained from 

approved sources, in accordance with Clause 61, Standard Specifications for Public Works and 

Highways, Volume I and the following: 

(1) Borrow, Case 1 

Borrow Case 1 will consist of material obtained from sources designated on the Plans or in the 

Special Provisions. 

(2) Borrow, Case 2 

Borrow Case 2 will consist of material obtained from sources provided by the Contractor. 

 

The material shall meet the quality requirements determined by the Engineer unless otherwise 

provided in the Contract. 

 

102.2 Construction Requirements 

 

102.2.1 General 

 

When there is evidence of discrepancies on the actual elevations and that shown on the Plans, a pre-

construction survey referred to the datum plane used 

 

in the approved Plan shall be undertaken by the Contractor under the control of the Engineer to serve 

as basis for the computation of the actual volume of the excavated materials. 

All excavations shall be finished to reasonably smooth and uniform surfaces. No materials shall be 

wasted without authority of the Engineer. Excavation operations shall be conducted so that material 

outside of the limits of slopes will not be disturbed. Prior to excavation, all necessary clearing and 

grubbing in that area shall have been performed in accordance with Item 100, Clearing and 

Grubbing. 

102.2.2 Conservation of Topsoil 

 

Where provided for on the Plans or in the Special Provisions, suitable topsoil encountered in 

excavation and on areas where embankment is to be placed shall be removed to such extent and to 

such depth as the Engineer may direct. The removed topsoil shall be transported and deposited in 

storage piles at locations approved by the Engineer. The topsoil shall be completely removed to the 
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required depth from any designated area prior to the beginning of regular excavation or embankment 

work in the area and shall be kept separate from other excavated materials for later use. 

102.2.3 Utilization of Excavated Materials 

 

All suitable materials removed from the excavation shall be used in the formation of the 

embankment, subgrade, shoulders, slopes, bedding, and backfill for structures, and for other purposes 

shown on the Plans or as directed. 

The Engineer will designate as unsuitable those soils that cannot be properly compacted in 

embankments. All unsuitable materials shall be disposed off as shown on the Plans or as directed 

without delay to the Contractor. 

Only approved materials shall be used in the construction of embankments and backfills. 

 

All excess materials, including rock and boulders that cannot be used in embankments shall be 

disposed off as directed. 

 

Materials encountered in the excavation and determined by the Engineer as suitable for topping, road 

finishing, slope protection, or other purposes shall be conserved and utilized as directed by the 

Engineer. 

Borrow materials shall not be placed until after the readily accessible materials from roadway 

excavation has been placed in the fill, unless otherwise permitted or directed by the Engineer. If the 

Contractor places moré borrow than is required and thereby causes a waste of excavation, the amount 

of such waste will be deducted from the borrow volume . 

102.2.4 Prewatering 

 

Excavation areas and borrow pits may be prewatered before excavating the material. When 

prewatering is used, the areas to be excavated shall be moistened to the full depth, from the surface to 

the bottom of the excavation. The water shall be controlled so that the excavated material will 

contain the proper moisture to permit compaction to the specified density with the use of standard 

compacting equipment. Prewatering shall be supplemented where necessary, by truck watering units, 

to ensure that the embankment material contains the proper moisture at the time of compaction. 

The Contractor shall provide drilling equipment capable of suitably checking the moisture 

penetration to the full depth of the excavation. 

  

102.2.5 Presplitting 
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Unless otherwise provided in the Contract, rock excavation which requires drilling and shooting shall 

be presplit . 

 

Presplitting to obtain faces in the rock and shale formations shall be performed by: (1) drilling holes 

at uniform intervals along the slope lines, (2) loading and stemming the holes with appropriate 

explosives and stemming material, and (3) detonating the holes simultaneously. 

Prior to starting drilling operations for presplitting, the Contractor shall furnish the Engineer a plan 

outlining the position of all drill holes, depth of drilling, type of explosives to be used, loading 

pattern and sequence of firing. The drilling and blasting plan is for record purposes only and will not 

absolve the Contractor of his responsibility for using proper drilling and blasting procedures. 

Controlled blasting shall begin with a short test section of a length approved by the Engineer. The 

test section shall be presplit, production drilled and blasted and sufficient material excavated 

whereby the Engineer can determine if the Contractor’s methods are satisfactory. The Engineer may 

order discontinuance of the presplitting when he determines that the materials encountered have 

become unsuitable for being presplit. 

The holes shall be charged with explosives of the size, kind, strength, and at the spacing suitable for 

the formations being presplit, and with stemming material which passes a 9.5 mm standard sieve and 

which has the qualities for proper confinement of the explosives. 

The finished presplit slope shall be reasonably uniform and free of loose rock. Variance from the true 

plane of the excavated backslope shall not exceed 300 mm; however, localized irregularities or 

surface variations that do not constitute a safety hazard or an impairment to drainage courses or 

facilities will be permitted. 

A maximum offset of 600 mm will be permitted for a construction working bench at the bottom of 

each lift for use in drilling the next lower presplitting pattern. 

102.2.6 Excavation of Ditches, Gutters, etc. 

 

All materials excavated from side ditches and gutters, channel changes, irrigation ditches, inlet and 

outlet ditches, toe ditches, furrow ditches, and such other ditches as may be designated on the Plans 

or staked by the Engineer, shall be utilized as provided in Subsection 102.2.3. 

Ditches shall conform to the slope, grade, and shape of the required crosssection, with no projections 

of roots, stumps, rock, or similar matter. The Contractor shall maintain and keep open and free from 

leaves, sticks, and other debris all ditches dug by him until final acceptance of the work. 

Furrow ditches shall be formed by plowing a continuous furrow along the line staked by the 

Engineer. Methods other than plowing may be used if acceptable to the Engineer. The ditches shall 

be cleaned out by hand shovel work, by ditcher, or by some other suitable method, throwing all loose 

materials on the downhill side so that the bottom of the finished ditch shall be approximately 450 

mm below the crest of the loose material piled on the downhill side. Hand finish will not be required, 

but the flow lines shall be in satisfactory shape to provide drainage without overflow. 

102.2.7 Excavation of Roadbed Level 
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Rock shall be excavated to a depth of 150 mm below subgrade within the limits of the roadbed, and 

the excavation backfilled with material designated on the Plans or approved by the Engineer and 

compacted to the required density. 

When excavation methods employed by the Contractor leave undrained pockets in the rock surface, 

the Contractor shall at his own expense, properly drain such depressions or when permitted by the 

Engineer fill the depressions with approved impermeable material. 

Material below subgrade, other than solid rock shall be thoroughly scarified to a depth of 150 mm 

and the moisture content increased or reduced, as necessary, to bring the material throughout this 150 

mm layer to the moisture content suitable for maximum compaction. This layer shall then be 

compacted in accordance with Subsection 104.3.3. 

102.2.8 Borrow Areas 

 

The Contractor shall notify the Engineer sufficiently in advance of opening any borrow areas so that 

cross-section elevations and measurements of the ground surface after stripping may be taken, and 

the borrow material can be tested before being used. Sufficient time for testing the borrow material 

shall be allowed. 

All borrow areas shall be bladed and left in such shape as to permit accurate measurements after 

excavation has been completed. The Contractor shall not excavate beyond the dimensions and 

elevations established, and no material shall be removed prior to the staking out and cross-sectioning 

of the site. The finished borrow areas shall be approximately true to line and grade established and 

specified and shall be finished, as prescribed in Clause 61, Standard Specifications for Public Works 

and Highways, Volume 1. When necessary to remove fencing, the fencing shall be replaced in at 

least as good condition as it was originally. The Contractor shall be responsible for the confinement 

of livestock when a portion of the fence is removed. 

102.2.9 Removal of Unsuitable Material 

 

Where the Plans show the top portion of the roadbed to be selected topping, all 

 

unsuitable materials shall be excavated to the depth necessary for replacement of the selected topping 

to the required compacted thickness. 

 

Where excavation to the finished graded section results in a subgrade or slopes of unsuitable soil, the 

Engineer may require the Contractor to remove the unsuitable material and backfill to the finished 

graded section with approved material. The Contractor shall conduct his operations in such a way 

that the Engineer can take the necessary cross-sectional measurements before the backfill is placed. 
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The excavation of muck shall be handled in a manner that will not permit the entrapment of muck 

within the backfill. The material used for backfilling up to the ground line or water level, whichever 

is higher, shall be rock or other suitable granular material selected from the roadway excavation, if 

available. If not available, suitable material shall be obtained from other approved sources. 

Unsuitable material removed shall be disposed off in designated areas shown on the Plans or 

approved by the Engineer. 

102.3 Method of Measurement 

 

The cost of excavation of material which is incorporated in the Works or in other areas of fill shall be 

deemed to be included in the Items of Work where the material is used. 

Measurement of Unsuitable or Surplus Material shall be the net volume in its original position. 

 

For measurement purposes, surplus suitable material shall be calculated as the difference between the 

net volume of suitable material required to be used in embankment corrected by applying a shrinkage 

factor or a swell factor in case of rock excavation, determined by laboratory tests to get its original 

volume 

measurement, and the net volume of suitable material from excavation in the original position. 

Separate pay items shall be provided for surplus common, unclassified and rock material. 

The Contractor shall be deemed to have included in the contract unit prices all costs of obtaining land 

for the disposal of unsuitable or surplus material. 

  

102.4 Basis of Payment 

 

The accepted quantities, measured as prescribed in Section 102.3 shall be paid for at the contract unit 

price for each of the Pay Items listed below that is included in the Bill of Quantities which price and 

payment shall be full compensation for the removal and disposal of excavated materials including all 

labor, equipment, tools, and incidentals necessary to complete the work prescribed in this Item. 

Payment will be made under: 

 

REINFORCING STEEL & WIRE ROPE & REINFORCING STEEL & WIRE ROPE (DRAINAGE 

CANAL) 

404.1 Description 



                                                      Republic of the Philippines 

  MUNICIPALITY OF LINGAYEN 
  Province of Pangasinan 

 
 

This Item shall consist of furnishing, bending, fabricating and placing of steel reinforcement of the 

type, size, shape and grade required in accordance with this Specification and in conformity with the 

requirements shown on the Plans or as directed by the Engineer. 

404.2 Material Requirements 

Reinforcing steel shall meet the requirements of Item 710, Reinforcing Steel and Wire Rope. 

404.3         Construction Requirements 

404.3.1       Order Lists 

Before materials are ordered, all order lists and bending diagrams shall be furnished by the 

Contractor, for approval of the Engineer. The approval of order lists and bending diagrams by the 

Engineer shall in no way relieve the Contractor of responsibility for the correctness of such lists and 

diagrams. Any expense incident to the revisions of materials furnished in accordance with such lists 

and diagrams to make them comply with the Plans shall be borne by the Contractor. 

404.3.3 Bending 

All reinforcing bars requiring bending shall be cold-bent to the shapes shown on the Plans or as 

required by the Engineer. Bars shall be bent around a circular pin having the following diameters (D) 

in relation to the nominal diameter of the bar (d): 

404.3.4 Placing and Fastening 

All steel reinforcement shall be accurately placed in the position shown on the Plans or as required 

by the Engineer and firmly held there during the placing and setting of the concrete. Bars shall be 

tied at all intersections except where spacing is less than 300 mm in each directions, in which case, 

alternate intersections shall be tied. Ties shall be fastened on the inside. 

404.3.5 Splicing 

All reinforcement shall be furnished in the full lengths indicated on the Plans. Splicing of bars, 

except where shown on the Plans, will not be permitted without the written approval of the Engineer. 

Splices shall be staggered as far as possible and with a minimum separation of not less than 40 bar 

diameters. Not more than one- third of the bars may be spliced in the same cross-section, except 

where shown on the Plans. 

Unless otherwise shown on the Plans, bars shall be lapped a minimum distance of: 

710.1 Reinforcing Steel 

Reinforcing steel shall conform to the requirements of the following Specifications: 
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Bar reinforcement for concrete structures, except No. 2 bars shall be deformed in accordance with 

AASHTO M 42, M 31 and M 53 for Nos. 3 to 11. 

Dowel and tie bars shall conform to the requirements of AASHTO M 31 (ASTM A 615/PNS 49) or 

AASHTO M 42 except that rail steel shall not be used for tie bars that are to be bent and 

restraightened during construction. Tie bars shall be deformed bars. Dowel bars shall be plain round 

bars. They shall be free from burring or other deformation restricting slippage in the concrete. Before 

delivery to the site of the work, a minimum of one half (1/2) the length of each dowel bar shall be 

painted with one coat of approved lead or tar paint. 

The sleeves for dowel bars shall be metal of an approved design to cover 50 mm, plus or minus 6.3 

mm of the dowel, with a closed end, and with a suitable stop to hold the end of the sleeve at least 25 

mm from the end of the dowel bar. Sleeves shall be of such design that they do not collapse during 

construction. 

Plastic coated dowel bar conforming to AASHTO M 254 may be used. 

710.2 Wire Rope or Wire Cable 

The wire rope or wire cable shall conform to the requirements of AASHTO M 30 for the specified 

diameter and strength class. 

710.3 Prestressing Reinforcing Steel 

Prestressing reinforcing steel shall conform to the requirements of the following Specifications: 

High-tensile wire AASHTO M 204 (ASTM A 421) 

High-tensile wire strand or rope AASHTO M 203 (ASTM A 416) High-tensile alloy bars as follows: 

High-tensile-strength alloy bars shall be cold stretched to a minimum of 895.7 MPa. The resultant 

physical properties shall be as follows: 
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 If shown on the Plans, type 270 k strand shall be used, conforming to AASHTO M 203. 

 

 

FORMS & FALSEWORKS & FORMS & FALSEWORKS (DRAINAGE CANAL) 

Item 414 -Forms and Falseworks 

414.1 Description 

This Item shall consist of designing, constructing and removing forms and falsework to temporarily 

support concrete, girders and other structural elements until the structure is completed to the point it 

can support itself. 

414.2 Material Requirements 

414.2.1 Formwork 

The materials used for smooth form finish shall be plywood, tempered concrete-form-grade 

hardboard, metal, plastic, paper or other acceptable materials capable of producing the desired finish 

for form-facing materials. Formfacing materials shall produce a smooth, uniform texture on the 

concrete. Formfacing materials with raised grain, torn surfaces, worn edges, patches, dents, or other 

defects that will impair the texture of concrete surfaces shall not be permitted. No form-facing 

material shall be specified for rough form finish. 

414.2.1.1 Formwork Accessories 

Formwork accessories that are partially or wholly embedded in concrete, including ties and hangers 

shall be commercially manufactured. The use of non fabricated wire form ties shall not be permitted. 

Where indicated in the Contract, use form ties with integral water barrier plates in walls. 

414.2.1.2 Formwork Release Agents 

Commercially manufactured formwork release agents shall be used to prevent formwork absorption 

of moisture, prevent bond with concrete, and not stain the concrete surfaces. 

414.2.2 Falsework 

The materials to be used in the falsework construction shall be of the quantity and quality necessary 

to withstand the stresses imposed; it may be timber or steel or a combination of both. The 

workmanship shall be of such quality that the falsework will support the loads imposed on it without 

excessive settlement or take-up beyond as shown on the falsework drawings. 

414.3. Construction Requirements 414.3.1Design 

Falsework and Formworks design and drawings shall be in accordance, with Item 407, Concrete 

Structures, Subsection 407.3.9 and 407.3.12, respectively. 

414.3.1.1 Formwork and Falsework Drawings 
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When complete details for forms and falseworks are not shown, prepare and submit drawings to the 

Engineer showing the following: 

1. Details for constructing safe and adequate forms and falsework that provide the necessary 

rigidity, support the loads imposed, and produce in the finished structure the required lines and 

grades. See subsection 414.3.1.2 for design loads. See Subsection 414.3.1.3 for design stresses, 

loadings and deflections. See Subsection 414.3.2 for manufactured assemblies. 

2. The maximum applied structural load on the foundation material. Include a drainage plan or 

description of how foundations will be protected from saturation, erosion, and/or scour see 

Subsection 414.3.3.1. 

3. The description of all proposed material. Describe the material that is not describable by 

standard nomenclature (such as AASHTO or ASTM specified) based on manufacturer’s test and 

recommended working loads. Provide evaluation data for falsework material showing that the 

physical properties and conditions of the material can support the loads assumed in the design. 

4. The design calculations and material specifications showing that the proposed system will 

support the imposed concrete pressures and other loads. Provide an outline of the proposed concrete 

placement operation listing the equipment, labor, and procedures to be used for the duration of each 

operation. A superstructure placing diagram showing the concrete placing sequence and construction 

joint locations is included. 

5. Design calculations for proposed bridge falsework. A registered professional engineer 

proficient in structural design shall design, sign, and seal the drawings. The falsework design 

calculations shall show the stresses and deflections in load supporting members. 

6. Anticipated total settlements of falsework and forms shall be shown. Include falsework 

footing settlement and joint take-up. Design for anticipated settlements not to exceed 20 millimeters. 

Design and detail on falsework supporting deck slabs and overhangs on girder bridges so that there 

will be no differential settlement between the girders and the deck forms during placement of deck 

concrete. Design and construct the falsework to elevations that include anticipated settlement during 

concrete placement and required camber to compensate for member deflections during construction. 

7. Support system for form panels supporting concrete deck slabs and overhangs on girder 

bridges. 

8. Details for strengthening and protecting falsework over or adjacent to roadways and railroads 

during each phase of erection and removal. See Subbsection 414.3.3.2. 

9. Intended steel erection procedures with calculations in sufficient detail to substantiate that 

the girder geometry will be correct. See Subsection 414.3.3.3. 

Details of proposed anchorage and ties for void forms shall be submitted. See Subsection 414.3.4 for 

void form requirements. 

Separate Falsework drawings for each structure shall be submitted to the Engineer for approval, 

except for identical structures with identical falsework design and details. 

414.3.1.2 Design Loads for Forms and Falsework 
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414.3.1.2.1 Vertical Design Loads 

Dead loads include the mass of concrete, reinforcing steel, forms and falsework. Consider the entire 

superstructure, or any concrete mass being supported by falsework to be a fluid dead load with no 

ability to support itself. If the concrete is to be prestressed, design the falsework to support any 

increase or readjusted loads caused by the prestressing forces. 

  

The assumed density of concrete, reinforcing steel, and forms shall be not less than 2600 kilograms 

per cubic meter for normal concrete and not less than 2100 kilograms per cubic meter for lightweight 

concrete. 

Consider live loads to be actual mass of equipment to be supported by falsework applied as 

concentrated loads at the point of contact plus a uniform load of not less than 1000 pascals applied 

over the area supported, plus 1100 newtons per meter applied at the outside edge of the deck 

falsework overhangs. 

The total vertical design load for falsework shall be the sum of vertical dead and live loads. The total 

vertical design load used shall be not less than 4800 

pascals. 

414.3.1.2.2 Horizontal Design Loads 

Use an assumed horizontal design load on falsework towers, bents frames and other falsework 

structures to verify lateral stability. The assumed horizontal load is the sum of the actual horizontal 

loads due to equipment construction sequence, or other causes and an allowance for wind. However, 

in no case is the assumed horizontal load shall be less than 2 percent of the total supported dead load 

at the location under consideration. 

The minimum wind allowance for each heavy-duty steel shoring having a vertical load carrying 

capacity exceeding 130 kilonewtons per leg is the sum of the products of the wind impact area, shape 

factor and the applicable wind pressure value for each height zone. The wind impact area is the total 

projected area of all elements in the tower face normal to the applied wind. Assume the shape factor 

for heavy duty shoring to be 2.2. Determine wind pressure value from Table 1. 

 

 The minimum wind allowance on all other types of falsework, including falsework supported on 

heavy-duty shoring, is the sum of the products of the wind impact area and the applicable wind 

pressure value for each height zone. The wind impact area is the gross projected area of the 

falsework and unrestrained portion of the permanent structure, excluding the areas between 

falsework posts or towers where diagonal bracing is not used. Used design wind pressures from 

Table 2. 
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414.3.1.2.3 Lateral Fluid Pressure 

For concrete with retarding admixture, fly ash or other pozzolan replacement for cement, design 

form, form ties and bracing for a lateral fluid pressure based on concrete with a density of 2400 

kilograms per cubic meter. For concrete containing no pozzolans or admixtures, which affect the 

time to initial set, the lateral fluid pressure shall be determined based on concrete temperature and 

rate of placement according to ACI Standard 347R, Guide for Formwork for Concrete. 

414.3.1.3 Design Stresses, Loads and Deflections for Forms and Falsework 

The allowable maximum design stresses and loads listed in this section are based on the use of 

undamaged high-quality material. If lesser quality material is used, reduce the allowable stresses and 

loads. The following maximum stresses, loads and deflections in the falsework design shall not be 

exceeded. 

414.3.1.3.1 For Timber 

 

 

   

414.3.1.3.2 For Steel 

For identified grades of steel the design stresses (other than stresses due to flexural compression) 

specified in the Manual of Steel Construction as published by the AISC shall not be exceeded. 

When the grade of steel cannot be positively identified, the design stresses other than stresses due to 

flexural compression shall not be exceeded, either specified in the AISC Manual or ASTM A 36M 

structural steel or the following: 
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 Note: (1) Not to exceed 150 megapascals for unidentified steel or steel conforming to ASTM A 36. 

Not to exceed 0.6 Fy for other identified steel. 

 

  

414.3.1.3.3 Other Requirements 

Limit falsework spans supporting T-beam girder bridges to 4.3 meters plus 8.5 times the overall 

depth of T-beam girder. 

414.3.2 Manufactured Assemblies 

For jacks, brackets, columns, joist and other manufactured devices, the ultimate load carrying 

capacity of the assembly shall not exceed the manufacturer’s recommendations or 40 percent based 

on the manufacturer’s tests or additional tests ordered. The maximum allowable dead load deflection 

of joists shall be 1/500 of their spans. 

Catalog or equivalent data shall be submitted to the Engineer showing the manufacturer’s 

recommendations or perform tests, as necessary to demonstrate the adequacy of any manufactured 

device proposed for use. No substitution is allowed on manufacturer’s components unless the 

manufacturer’s data encompasses such substitutions or field tests reaffirm the integrity of the system. 

If a component of the falsework system consists of a steel frame tower exceeding 2 or more levels 

high, the differential leg loading within the steel tower unit shall not exceed 4 to 1. An exception may 

be approved if the manufacturer of the steel frame certifies, based on manufacturer’s tests, that the 

proposed differential loadings are not detrimental to the safe load carrying capacity of the steel 

frame. 

414.3.3 Falsework Construction 

The falsework construction shall be in accordance whenever applicable, with Item 407 Concrete 

Structures Subsection 407.3.10 Falsework Construction. 
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414.3.3.1 Falsework Foundations 

All ground elevations at proposed foundation location shall be verified before design. 

Where spread footing type foundation are used, determine the bearing capacity of the soil. The 

maximum allowable bearing capacity for foundation material, other than rock, is 190 kilopascals. 

The edge of footing shall not be located closer than 300 millimeters from the intersection of the 

bench and the top of the slope. Unless the excavation for footings is adequately supported by shoring, 

the edge of the footings shall not be closer than 1.2 meters of the depth of excavation, whichever is 

greater, from the edge of the excavation. 

When falsework is supported by footings placed on paved, well-compacted slopes of berm fills, do 

not strut the falsework to columns unless the column is founded on rock or supported by piling. 

The spread footings to support the footing design load at the assumed bearing capacity of the soil 

shall be designed without exceeding anticipated settlements. Steel reinforcement shall be provided in 

concrete footings. 

When individual steel towers have a maximum leg loads exceeding 130 kilonewtons, uniform 

settlement under all legs or each tower under all loading conditions shall be provided. 

Protect the foundation from adverse effects for the duration of its use. 

414.3.3.2 Falsework Over or Adjacent to Roadways and Railroads 

Falsework shall be designed and constructed with protection from vehicle impact. This includes 

falsework posts that support members crossing over a roadway or railroad and other falsework posts 

if they are located in the row of falsework posts nearest to the roadway or railroad and if the 

horizontal distance from the traffic side of the falsework to the edge of pavement or to a point 3 

meters from the centerline of track is less than the total height of the falsework. 

Additional features shall be provided to ensure that this falsework will remain stable if subjected to 

impact by vehicles. Use vertical design loads for these falsework posts, columns, and towers (but not 

footings) that are greater than or equal to either of the following: 

1. 150 percent of the design load calculated according to Subsection 414.3.1.2 but not including 

any increased or readjusted loads caused by prestressing forces. 

2. The increased or readjusted loads caused by prestressing forces. 

Temporary traffic barriers shall be installed before erecting falsework towers or columns adjacent to 

an open public roadway. Barriers shall be located so that falsework footings or pile caps are at least 

75 millimeters clear of concrete traffic barriers and all other falsework members are at least 300 mm 

clear. Do not remove barriers until approved. Use falsework columns that are steel with a minimum 

section modulus about each axis of 156,000 cubic millimeters or sound timbers with a minimum 

section modulus about each axis of 4,100,000 cubic millimeters. 

Mechanically connect the base of each column or tower frame supporting falsework over or 

immediately adjacent to an open public road to its supporting footing or provide other lateral restraint 

to withstand a force of not less than 9 kilonewtons applied to the base of the column in any direction. 
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Mechanically connect such columns or frames to the falsework cap or stringer to resist a horizontal 

force of not less than 4.5 kilonewtons in any direction. Neglect the effects of frictional resistance. 

Brace or tie exterior girders, upon which overhanging bridge deck falsework brackets are hung, to 

the adjacent interior girders as necessary to prevent rotation of exterior girders or overstressing the 

exterior girder web. 

Mechanically connect all exterior falsework stringers and stringers adjacent to the end of 

discontinuous caps, the stringer or stringers over points of minimum vertical clearance and every 

fifth remaining stringer, to the falsework cap or framing. Provide mechanical connections capable of 

resisting load in any direction, including uplift on the stringer, if not less than 2.2 kilonewtons. 

Connections shall be installed before traffic is allowed to pass beneath the span. 

16 millimeters diameter or larger bolts to connect timber members shall be used to brace falsework 

bents located adjacent to roadways or railroads. 

Sheath falsework bents within 6 meters of the centerline of a railroad track solid in the area between 

1 and 5 meters above the track on the side facing the track. Construct sheathing of plywood not less 

than 16 millimeters thick or lumber not less than 25 millimeters nominal thickness. Adequate bracing 

shall be provided on such bents so that the bent resists the required assumed horizontal load or 22 

kilonewtons, whichever is greater, without the aid of sheathing. 

Provide at least the minimum required vertical and horizontal clearances through falsework for 

roadways, railroads, pedestrians, and boats. 

  

414.3.3.3 Falsework for Steel Structures 

Falsework design loads shall consist of the mass of structural steel, the load of supported erection 

equipment, and all other supported by the falsework. 

Falsework and forms for concrete supported on steel structures shall be designed so that loads are 

applied to girder webs within 150 millimeters of flange or stiffener. Distribute the loads in a manner 

that does not produce local distortion of the web. Do not use deck overhang forms that require holes 

to be drilled into the girder webs. 

Strut and tie exterior girders supporting overhanging deck falsework brackets to adjacent interior 

girders to prevent distortion and overstressing of the exterior girder web. 

Do not apply loads to existing, new or partially completed structures that exceed the load carrying 

capacity of any part of the structure according to the load factor design methods of the AASHTO 

Bridge Design Specifications using load group IB. 

Build supporting falsework that will accommodate the proposed method of erection without 

overstressing the structural steel,  as required and will produce the required final structural geometry, 

intended continuity and structural action. 

414.3.4 Forms 
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The forms construction shall be in accordance whenever applicable, with Item 407, Concrete 

Structures Subsection 407.3.13, Formwork Construction. 

Form panels to be used shall be in good condition free of defects on exposed surfaces. If form panel 

material other than plywood is used, it shall have flexural strength, modulus of elasticity and other 

physical properties equal to or greater than the physical properties for the type of plywood specified. 

Furnish and place form panels for exposed surfaces in uniform widths of not less than 1 meter and in 

uniform lengths of not less than 2 meters except where the width of the member formed is less than 1 

meter. 

Arrange panels in symmetrical patterns conforming to the general lines of the structure. Place panels 

for vertical surfaces with the long dimension horizontal and with horizontal joints level and 

continuous. For walls with sloping footings which do not abut other walls, panels may be placed with 

the long dimension parallel to the footing. 

Form panels shall be precisely aligned on each side of the panel joint by means of supports or 

fasteners common to both panels. 

Use form ties and anchors that can be removed without damaging the concrete surface. Construct 

metal ties or anchorages within the forms to permit their removal to a depth of at least 25 millimeters 

from the face without damage to the concrete. Fill cavities with cement mortar and finish to a sound, 

smooth, uniform colored surface. 

Support roadway slab forms of box girder type structures on wales or similar supports fastened, as 

nearly as possible, to the top of the web walls. 

Form exposed curved surfaces to follow the shape of the curve, except on retaining walls that follow 

a horizontal curve. The wall stems may be a series of short chords if all of the following apply: 

1. Chords within the panel are the same length. 

2. Chords do not vary from a true curve by more than 15 millimeters at any point. 

3. All panel points are on the true curve 

When architectural treatment is required, make the angle points for chords in wall stems fall at 

vertical rustication joints. Earth cuts as forms for vertical or sloping surfaces shall not be used unless 

otherwise required or permitted by the Contract. 

414.3.4.1 Stay in Place Deck Forms 

Use permanent or stay inplace forms only when permitted by the contract. 

Fabricate permanent steel bridge deck forms and supports from steel conforming to ASTM A 653M 

coating designation 2600, any grade except grade 340 

  

class 3. 
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Install forms according to accepted fabrication and erection drawings. Do not rest form sheets 

directly on the top of stringer or floor beam flanges. 

  

Securely fasten sheets to form supports. Place form supports in direct contact with the stringer flange 

or floor beam. Make all attachments with permissible welds, bolts or clips. Do not weld form 

supports to flanges of steels not considered weldable or to portions of flanges subject to tensile 

stresses. 

Clean with wire brush and paint 2 coats of zinc dust zinc-oxide primer (FSS TT-P-641 type II no 

color added) any permanently exposed form metal where the galvanized coating has been damaged. 

Minor heat discoloration in areas of welds need not be touched up. 

Locate transverse construction joints in slabs at the bottom of a flute. Field drill 6 millimeter 

diameter weep holes at not less than 300 millimeters on center along the line of the joint. 

414.3.4.2 Void Forms 

Store void forms in a dry location to prevent distortion. Secure the forms using anchors and ties 

which leave a minimum of metal or other supporting material exposed at the bottom of finished slab. 

Make the outside surface of the forms waterproof. Cover the ends with waterproof mortar tight caps. 

Use premolded 6 millimeters thick rubber joint filler around the perimeter of the caps to permit 

expansion. 

Provide a PVC vent near each void form. Construct vents so the vent tube shall not extend more than 

13 millimeters below the bottom surface of the finished concrete after form removal. Protect void 

from the weather until concrete is placed. 

414.3.4.3 Metal Forms 

The specification for forms relative to design, mortar tightness, filleted corners, beveled projection, 

bracing, alignment, removal, reuse and oiling also apply to metal forms. 

414.3.5 Removal of Forms and Falsework 

The removal of forms and falsework shall be in accordance whenever applicable, with Item 407 

Concrete Structures, Subsection 407.3.11 Removing Falsework and Subsection 407.3.14 Removal of 

Forms and Falsework. 

Where necessary remove all forms except the following: 

1. Interior soffit forms for roadway deck slabs of cast-in-place box girders. 

2. Forms for the interior voids of precast members 

3. Forms for abutments or piers when no permanent access is available into the cells or voids 

Install a reshoring system if falsework supporting the sides of girders stems with slopes steeper than 

1:1 are removed before placing deck slab concrete. Design the reshoring system with lateral supports 

which resist all rotational forces acting on the stem, including those caused by the placement of deck 
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slab concrete. Install the lateral supports immediately after each form panel is removed and before 

release of supports for the adjacent form panel. 

414.3.6 Acceptance 

Forms and falsework (including design, construction, and removal) shall be evaluated and approved 

by the Engineer. 

  

When the falsework installation is complete and before concrete placement or removal begins, the 

falsework shall be inspected by the Engineer. The Engineer shall certify in writing that the 

installation conforms to the contract, the approved falsework drawings (including approved changes) 

and acceptable engineering practices. 

414.4 Method of Measurement 

When the Contract stipulates that payment will be made for forms and falsework on lump-sum basis, 

the Pay Item will include all materials and accessories needed in the work. 

Whenever the Bill of Quantities does not contain an item for form and falsework, the work will not 

be paid directly but will be considered as a subsidiary obligation of the contractor under other 

Contract Items. 

414.5 Basis of Payment 

The accepted quantities measured as prescribe in Subsection 414.4, shall be paid for at the Contract 

lump-sum price for Forms and Falsework which price and payment shall be full compensation for 

designing, constructing and removing forms and falsework, all materials and accessories needed and 

for furnishing all labor equipment tools and incidentals necessary to complete the item. 

Payment will be made under: 

 

 CONCRETE WORKS, CONCRETE WORKS (PAVEMENT) & CONCRETE WORKS 

(DRAINAGE CANAL) 

405.1 Description 

405.1.1 Scope 

This Item shall consist of furnishing, placing and finishing concrete in all structures except 

pavements in accordance with this Specification and conforming to the lines, grades, and dimensions 

shown on the Plans. Concrete shall consist of a mixture of Portland Cement, fine aggregate, coarse 

aggregate, admixture when specified, and water mixed in the proportions specified or approved by 

the Engineer. 

405.1.2 Classes and Uses of Concrete 
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Five classes of concrete are provided for in this Item, namely: A, B, C, P and Seal. Each class shall 

be used in that part of the structure as called for on the 

  

Plans. 

  

 

The classes of concrete will generally be used as follows: 

Class A – All superstructures and heavily reinforced substructures. The important parts of the 

structure included are slabs, beams, girders, columns, arch 

  

ribs, box culverts, reinforced abutments, retaining walls, and reinforced footings. 

Class B – Footings, pedestals, massive pier shafts, pipe bedding, and gravity walls, unreinforced or 

with only a small amount of reinforcement. Class C – Thin reinforced sections, railings, precast R.C. 

piles and cribbing and for filler in steel grid floors. 

Class P – Prestressed concrete structures and members. Seal – Concrete deposited in water. 

405.2 Material Requirements 

405.2.1 Portland Cement 

It shall conform to all the requirements of Subsection 311.2.1. 

405.2.2 Fine Aggregate 

It shall conform to all the requirements of Subsection 311.2.2. 

405.2.3 Coarse Aggregate 

It shall conform all the requirements of Subsection 311.2.3 except that gradation shall conform to 

Table 405.1. 

Table 405.1 – Grading Requirements for Coarse Aggregate 
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* The measured cement content shall be within plus (+) or minus (-) 2 mass percent of the design 

cement content. 

405.2.4 Water 

It shall conform to the requirements of Subsection 311.2.4. 

405.2.5 Reinforcing Steel 

It shall conform to the requirements of Item 710, Reinforcing Steel and Wire Rope. 

405.2.6 Admixtures 

Admixtures shall conform to the requirements of Subsection 311.2.7 

405.2.7 Curing Materials 

Curing materials shall conform to the requirements of Subsection 311.2.8. 

405.2.8 Expansion Joint Materials 

Expansion joint materials shall be: 

1. Preformed Sponge Rubber and Cork, conforming to AASHTO M 153. 

2. Hot-Poured Elastic Type, conforming to AASHTO M 173. 

3. Preformed Fillers, conforming to AASHTO M 213. 

  

405.2.9 Elastomeric Compression Joint Seals 

These shall conform to AASHTO M 220. 

405.2.10 Elastomeric Bearing Pads 

These shall conform to AASHTO M 251 or Item 412 – Elastomeric Bearing Pads. 

405.2.11 Storage of Cement and Aggregates 

Storage of cement and aggregates shall conform to all the requirements of Subsection 311.2.10. 

405.3 Sampling and Testing of Structural Concrete 

As work progresses, at least one (1) sample consisting of three (3) concrete cylinder test specimens, 

150 x 300 mm, shall be taken from each seventy five 

(75) cubic meters of each class of concrete or fraction thereof placed each day.Compliance with the 

requirements of this Section shall be determined in accordance with the following standard methods 

of AASHTO: 
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Tests for strength shall be made in accordance with the following: 

 

405.4 Production Requirements 

405.4.1 Proportioning and Strength of Structural Concrete 

The concrete materials shall be proportioned in accordance with the requirements for each class of 

concrete as specified in Table 405.2, using the absolute volume method as outlined in the American 

Concrete Institute (ACI) Standard 211.1. “Recommended Practice for Selecting Proportions for 

Normal and Heavyweight Concrete”. Other methods of proportioning may be employed in the mix 

design with prior approval of the Engineer. The mix shall either be designed or approved by the 

Engineer. A change in the source of materials during the progress of work may necessitate a new mix 

design. 

The strength requirements for each class of concrete shall be as specified in Table 405.2. Table 405.2 

- Composition and Strength of Concrete for Use in Structures 

  

405.4.2 Consistency 

Concrete shall have a consistency such that it will be workable in the required position. It shall be of 

such a consistency that it will flow around reinforcing steel but individual particles of the coarse 
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aggregate when isolated shall show a coating of mortar containing its proportionate amount of sand. 

The consistency of concrete shall be gauged by the ability of the equipment to properly place it and 

not by the difficulty in mixing and transporting. The quantity of mixing water shall be determined by 

the Engineer and shall not be varied without his consent. Concrete as dry as it is practical to place 

with the equipment specified shall be used. 

405.4.3 Batching 

Measuring and batching of materials shall be done at a batching plant. 

1. Portland Cement 

Either sacked or bulk cement may be used. No fraction of a sack of cement shall be used in a batch of 

concrete unless the cement is weighed. All bulk cement shall be weighed on an approved weighing 

device. The bulk cement weighing hopper shall be properly sealed and vented to preclude dusting 

operation. The discharge chute shall not be suspended from the weighing hopper and shall be so 

arranged that cement will neither be lodged in it nor leak from it. 

Accuracy of batching shall be within plus (+) or minus (-) 1 mass percent. 

  

2. Water 

  

 

Water may be measured either by volume or by weight. The accuracy of measuring the water shall be 

within a range of error of not more than 

  

1 percent. 

3. Aggregates 

Stockpiling of aggregates shall be in accordance with Subsection 311.2.10. All aggregates whether 

produced or handled by hydraulic methods or washed, shall be stockpiled or binned for draining for 

at least 12 hours prior to batching. Rail shipment requiring more than 12 hours will be accepted as 

adequate binning only if the car bodies permit free drainage. If the aggregates contain high or non-

uniform moisture content, storage or stockpile period in excess of 12 hours may be required by the 

Engineer.Batching shall be conducted as to result in a two (2) mass percent maximum tolerance for 

the required materials. 

  

4. Bins and Scales 

The batching plant shall include separate bins for bulk cement, fine aggregate and for each size of 

coarse aggregate, a weighing hopper, and scales capable of determining accurately the mass of each 

component of the batch. 
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Scales shall be accurate to one-half (0.5) percent throughout the range used. 

  

5. Batching 

  

 

When batches are hauled to the mixer, bulk cement shall be transported either in waterproof 

compartments or between the fine and coarse 

  

aggregate. When cement is placed in contact with moist aggregates, batches will be rejected unless 

mixed within 1-1/2 hours of such contact. Sacked cement may be transported on top of the 

aggregates. 

Batches shall be delivered to the mixer separate and intact. Each batch shall be dumped cleanly into 

the mixer without loss, and, when more than one batch is carried on the truck, without spilling of 

material from one batch compartment into another. 

6. Admixtures 

The Contractor shall follow an approved procedure for adding the specified amount of admixture to 

each batch and will be responsible for its uniform operation during the progress of the work. He shall 

provide separate scales for the admixtures which are to be proportioned by weight, and accurate 

measures for those to be proportioned by volume. Admixtures shall be measured into the mixer with 

an accuracy of plus or minus three (3) percent. 

The use of Calcium Chloride as an admixture will not be permitted. 

405.4.4 Mixing and Delivery 

Concrete may be mixed at the site of construction, at a central point or by a combination of central 

point and truck mixing or by a combination of central point mixing and truck agitating. Mixing and 

delivery of concrete shall be in accordance with the appropriate requirements of AASHTO M 157 

except as modified in the following paragraphs of this section, for truck mixing or a combination of 

central point and truck mixing or truck agitating. Delivery of concrete shall be regulated so that 

placing is at a continuous rate unless delayed by the placing operations. The intervals between 

delivery of batches shall not be so great as to allow the concrete inplace to harden partially, and in no 

case shall such an interval exceed 30 minutes. 

In exceptional cases and when volumetric measurements are authorized, for small project requiring 

less than 75 cu.m. per day of pouring, the weight proportions shall be converted to equivalent 

volumetric proportions. In such cases, suitable allowance shall be made for variations in the moisture 

condition of the aggregates, including the bulking effect in the fine aggregate. Batching and mixing 

shall be in accordance with ASTM C 685, Section 6 through 9. 

Concrete mixing, by chute is allowed provided that a weighing scales for determining the batch 

weight will be used. 
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For batch mixing at the site of construction or at a central point, a batch mixer of an approved type 

shall be used. Mixer having a rated capacity of less than a one-bag batch shall not be used. The 

volume of concrete mixed per batch shall not exceed the mixer’s nominal capacity as shown on the 

manufacturer’s standard rating plate on the mixer except that an overload up to 10 percent above the 

mixer’s nominal capacity may be permitted, provided concrete test data for strength, segregation, and 

uniform consistency are satisfactory and provided no spillage of concrete takes place. The batch shall 

be so charge into the drum that a portion of the water shall enter in advance of the cement and 

aggregates. The flow of water shall be uniform and all water shall be in the drum by the end of the 

first 15 seconds of the mixing period. Mixing time shall be measured from the time all materials, 

except water, are in the drum. Mixing time shall not be less than 60 seconds for mixers having a 

capacity of 1.5 m 3 or less. For mixers having a capacity greater than 1.5m3 , the mixing time shall 

not be less than 90 seconds. If timing starts, the instant the skip reaches its maximum raised position, 

4 seconds shall be added to the specified mixing time. Mixing time ends when the discharge chute 

opens. 

The mixer shall be operated at the drum speed as shown on the manufacturer’s name plate on the 

mixer. Any concrete mixed less than the specified time shall be discarded and disposed off by the 

Contractor at his own expenses. 

The timing device on stationary mixers shall be equipped with a bell or other suitable warning device 

adjusted to give a clearly audible signal each time the lock is released. In case of failure of the timing 

device, the Contractor will be permitted to continue operations while it is being repaired, provided he 

furnishes an approved timepiece equipped with minute and second hands. If the timing device is not 

placed in good working order within 24 hours, further use of the mixer will be prohibited until 

repairs are made. 

Retempering concrete will not be permitted. Admixtures for increasing the workability, for retarding 

the set, or for accelerating the set or improving the pumping characteristics of the concrete will be 

permitted only when specifically provided for in the Contract, or authorized in writing by the 

Engineer. 

1. Mixing Concrete: 

General Concrete shall be thoroughly mixed in a mixer of an approved size and type that will insure 

a uniform distribution of the materials throughout the mass. 

All concrete shall be mixed in mechanically operated mixers. Mixing plant and equipment for 

transporting and placing concrete shall be arranged with an ample auxiliary installation to provide a 

minimum supply of concrete in case of breakdown of machinery or in case the normal supply of 

concrete is disrupted. The auxiliary supply of concrete shall be sufficient to complete the casting of a 

section up to a construction joint that will meet the approval of the Engineer. 

Equipment having components made of aluminum or magnesium alloys, which would have contact 

with plastic concrete during mixing, transporting or pumping of Portland Cement concrete, shall not 

be used. 

Concrete mixers shall be equipped with adequate water storage and a device of accurately measuring 

and automatically controlling the amount of water used. 
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Materials shall be measured by weighing. The apparatus provided for weighing the aggregates and 

cement shall be suitably designed and constructed for this purpose. The accuracy of all weighing 

devices except that for water shall be such that successive quantities can be measured to within one 

(1) percent of the desired amounts. The water measuring device shall be accurate to plus or minus 0.5 

mass percent. All measuring devices shall be subject to the approval of the Engineer. Scales and 

measuring devices shall be tested at the expense of the Contractor as frequently as the Engineer may 

deem necessary to insure their accuracy. 

Weighing equipment shall be insulated against vibration or movement of other operating equipment 

in the plant. When the entire plant is running, the scale reading at cut-off shall not vary from the 

weight designated by the Engineer more than one (1) mass percent for cement, one and a half (1-1/2) 

mass percent for any size of aggregate, or one (1) mass percent for the total aggregate in any batch. 

2. Mixing Concrete at Site 

Concrete mixers may be of the revolving drum or the revolving blade type and the mixing drum or 

blades shall be operated uniformly at the mixing speed recommended by the manufacturer. The pick-

up and throw-over blades of mixers shall be restored or replaced when any part or section is worn 20 

mm or more below the original height of the manufacturer’s design. Mixers and agitators which have 

an accumulation of hard concrete or mortar shall not be used. 

When bulk cement is used and volume of the batch is 0.5 m 3 or more, the scale and weigh hopper 

for Portland Cement shall be separate and distinct from the aggregate hopper or hoppers. The 

discharge mechanism of the bulk cement weigh hopper shall be interlocked against opening before 

the full amount of cement is in the hopper. The discharging mechanism shall also be interlocked 

against opening when the amount of cement in the hopper is underweight by more than one (1) mass 

percent or overweight by more than three (3) mass percent of the amount specified. 

When the aggregate contains more water than the quantity necessary to produce a saturated surface 

dry condition, representative samples shall be taken and the moisture content determined for each 

kind of aggregate. 

  

The batch shall be so charged into the mixer that some water will enter in advance of cement and 

aggregate. All water shall be in the drum by the end of the first quarter of the specified mixing time. 

Cement shall be batched and charged into the mixer so that it will not result in loss of cement due to 

the effect of wind, or in accumulation of cement on surface of conveyors or hoppers, or in other 

conditions which reduce or vary the required quantity of cement in the concrete mixture. 

 

The entire content of a batch mixer shall be removed from the drum before materials for a 

succeeding batch are placed therein. The materials composing a batch except water shall be 

deposited simultaneously into the mixer. 

All concrete shall be mixed for a period of not less than 1-1/2 minutes after all materials, including 

water, are in the mixer. During the period of mixing, the mixer shall operate at the speed for which it 

has been designed. 
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Mixers shall be operated with an automatic timing device that can be locked by the Engineer. The 

time device and discharge mechanics shall be so interlocked that during normal operation no part of 

the batch will be charged until the specified mixing time has elapsed. 

The first batch of concrete materials placed in the mixer shall contain a sufficient excess of cement, 

sand, and water to coat inside of the drum without reducing the required mortar content of the mix. 

When mixing is 

to cease for a period of one hour or more, the mixer shall be thoroughly cleaned. 

3. Mixing Concrete at Central Plant 

Mixing at central plant shall conform to the requirements for mixing at the site. 

4. Mixing Concrete in Truck 

Truck mixers, unless otherwise authorized by the Engineer, shall be of the revolving drum type, 

water-tight, and so constructed that the concrete can be mixed to insure a uniform distribution of 

materials throughout the mass. All solid materials for the concrete shall be accurately measured and 

charged into the drum at the proportioning plant. Except as subsequently provided, the truck mixer 

shall be equipped with a device by which the quantity of water added can be readily verified. The 

mixing water may be added directly to the batch, in which case a tank is not required. Truck mixers 

may be required to be provided with a means of which the mixing time can be readily verified by the 

Engineer. 

The maximum size of batch in truck mixers shall not exceed the minimum rated capacity of the 

mixer as stated by the manufacturer and stamped in metal on the mixer. Truck mixing, shall, unless 

otherwise directed be continued for not less than 100 revolutions after all ingredients, including 

water, are in the drum. The mixing speed shall not be less than 4 rpm, nor more than 6 rpm. 

Mixing shall begin within 30 minutes after the cement has been added either to the water or 

aggregate, but when cement is charged into a mixer drum containing water or surface wet aggregate 

and when the temperature is above 32oC, this limit shall be reduced to 15 minutes. The limitation in 

time between the introduction of the cement to the aggregate and the beginning of the mixing may be 

waived when, in the judgement of the Engineer, the aggregate is sufficiently free from moisture, so 

that there will be no harmful effects on the cement. 

When a truck mixer is used for transportation, the mixing time specified in Subsection 405.4.4 (3) at 

a stationary mixer may be reduced to 30 seconds and the mixing completed in a truck mixer. The 

mixing time in the truck mixer shall be as specified for truck mixing. 

5. Transporting Mixed Concrete 

Mixed concrete may only be transported to the delivery point in truck agitators or truck mixers 

operating at the speed designated by the manufacturers of the equipment as agitating speed, or in 

non-agitating hauling equipment, provided the consistency and workability of the mixed concrete 

upon discharge at the delivery point is suitable point for adequate placement and consolidation in 

place. 

Truck agitators shall be loaded not to exceed the manufacturer’s guaranteed capacity. They shall 

maintain the mixed concrete in a thoroughly mixed and uniform mass during hauling. 
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No additional mixing water shall be incorporated into the concrete during hauling or after arrival at 

the delivery point. 

The rate of discharge of mixed concrete from truck mixers or agitators shall be controlled by the 

speed of rotation of the drum in the discharge direction with the discharge gate fully open. 

When a truck mixer or agitator is used for transporting concrete to the delivery point, discharge shall 

be completed within one hour, or before 250 revolutions of the drum or blades, whichever comes 

first, after the introduction of the cement to the aggregates. Under conditions contributing to quick 

stiffening of the concrete or when the temperature of the concrete is 30oC, or above, a time less than 

one hour will be required. 

6. Delivery of Mixed Concrete 

The Contractor shall have sufficient plant capacity and transportation apparatus to insure continuous 

delivery at the rate required. The rate of delivery of concrete during concreting operations shall be 

such as to provide for the proper handling, placing and finishing of the concrete. The rate shall be 

such that the interval between batches shall not exceed 20 minutes. The methods of delivering and 

handling the concrete shall be such as will facilitate placing of the minimum handling. 

405.5 Method of Measurement 

The quantity of structural concrete to be paid for will be the final quantity placed and accepted in the 

completed structure. No deduction will be made for the volume occupied by pipe less than 100 mm 

in diameter or by reinforcing steel, anchors, conduits, weep holes or expansion joint materials. 

 

 

MASONRY WORKS 

704.1 Clay or Shale Brick 

Brick shall conform to the requirements of one of the following specifications: Sewer Brick -

 AASHTO M 91, Grade SM 

Sewer Brick - ASTM C 32, Grade SM 

Building Brick - AASHTO M 114, Grade SW, or ASTM C 62, Grade SW The grade will be 

shown on the Plans or in the Special Provisions. 

704.2 Concrete Brick 

Concrete brick shall conform to the requirements of ASTM C 55, Grade A. 

704.3 Concrete Masonry Blocks 

Concrete masonry blocks may be rectangular or segmented and, when specified, shall have ends 

shaped to provide interlock at vertical joints. 

Solid blocks shall conform with the requirements of ASTM C 139 or ASTM C 145, grade as 

specified. Hollow blocks shall conform to the requirements of ASTM C 90, grade as specified. 
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Dimensions and tolerances shall be as individually specified on the Plans. 

  

PLASTERING WORKS 

Plastering is done with cement and sand mortar. It consists of different thickness as per requirement 

of the site. Plastering is done by applying cement mortar with required ratio i. e. 1:3, 1:4, 1:6 on the 

walls and the plaster should be in straight line, level and plumb and the joint must be in right angle. 

The general specification for cement plastering is: 

1. Single coat cement plastering - 12 or 15 or 20mm 

2. Cement plaster with a floating coat of neat cement - 12 or 15 or 20mm 

3. Cement plaster 2 coats work - 18mm 

4. Cement ceiling plaster - 6mm 

5. Cement plaster for slab bearing – 6mm 

 

DOORS & WINDOWS 

Use Panel Door 2.10m x 0.80m w/ complete accessories Flush Door 2.10m x 0.70m 

Analok Window 1.20m x 1.20m w/ screen Analok Window 0.60m x 0.60m w/ screen Roll – Up 

Door 3.00m x 2.50m 

 

STRUCTURAL STEEL 

712.1 Structural Steels 

712.1.1 General 

Steel shall be furnished according to the following Specifications. Unless otherwise specified, 

structural carbon rivet steel shall be furnished. 

712.1.2 Structural Steel 

a. Carbon Steel. Unless otherwise specified, structural carbon steel for riveted, bolted or 

welded construction shall conform to Structural Steel, AASHTO M 183. 

b. Eyebars. Steel for eyebars shall be of a weldable grade. This grade includes structural steel 

conforming to: Structural Steel, AASHTO M 183; Highway Strength Low Alloy Structural Steel 

with 344.5 MPa Minimum Yield Point to 100 mm thick, AASHTO M 222 (ASTM A 588 with 

Supplementary Requirement SI of AASHTO M 222 mandatory). 

712.1.3 High-Strength Low Alloy Structural Steel 
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It shall conform to: High-Strength Low-Alloy Columbium-Vanadium Steels of Structural Quality, 

AASHTO M 223, High-Strength Low Alloy Structural Steel with 344.5 MPa Minimum Yield Point 

to 100 mm (4 inches) thick, AASHTO M 222. 

712.1.4 High-Strength Low Alloy Structural Steel for Welding 

It shall conform to: 

a. High-Strength Low Columbium-Vanadium Steels of Structural Quality, Grade 50, AASHTO 

M 223 (ASTM A 572 with supplementary requirements S2 of AASHTO M 223 mandatory). 

b. High-Strength Low Alloy Structural Steel with 344.5 MPa Minimum Yield Point to 100 mm 

thick, AASHTO M 222 (ASTM A 588 in Supplementary Requirement S1 of AASHTO M 222 

mandatory). 

712.1.5 High-Strength Structural Steel for Riveted or Bolted Construction 

It shall conform to: 

a. High-Strength Low Alloy Columbium – Vanadium Steel of Structural Quality, and 

AASHTO M 223. 

b. High-Strength Low Alloy Structural Steel with 344.5 MPa Minimum Yield Point to 100mm 

(4 inches) thick, AASHTO M 222. 

712.1.6 High-Yield Strength, Quenched and Tempered Alloy Steel Plate 

It shall conform to: 

a. High-Yield Strength, Quenched and Tempered Alloy Steel Plate, suitable for welding, 

ASTM A 514. 

b. High-Strength Alloy Steel Plates, Quenched and Tempered for pressure vessels, ASTM A 

517. 

c. Quenched and tempered alloy steel structural shapes and seamless mechanical tubing 

meeting all the mechanical and chemical requirements of A 514/A 517 steel, except that the specified 

maximum tensile strength may be 964.6 MPa for structural shapes and 999.05 MPa for seamless 

mechanical tubing shall be considered as A 514/A 517 steel. 

712.1.7 Structural Rivet Steel 

It shall conform to Steel Structural Rivets AASHTO M 228, Grade I (ASTM A 502, Grade I). 

712.1.8 High-Strength Structural Rivet Steel 

It shall conform to Steel Structural Rivets AASHTO M 228, Grade 2 (ASTM A 502, Grade 2). 



                                                      Republic of the Philippines 

  MUNICIPALITY OF LINGAYEN 
  Province of Pangasinan 

 
 

 

  

  

712.1.9 High-Strength Bolts 

Bolts, nuts and circular washers shall conform to High-Strength Bolts for Structural Steel Joints, 

including Suitable Nuts and Plain Hardened Washer, AASHTO M 164 (ASTM A 325). 

High-strength bolts for structural steel joints including suitable nuts and plain hardened washers shall 

conform to either AASHTO M 164 (ASTM A 325) or AASHTO M 253. When M 164 type 3 bolts 

are specified, they along with suitable nuts and washers shall have an atmospheric corrosion 

resistance approximately two times that of carbon steel with copper. 

Bolts and nuts manufactured to AASHTO M 164 (ASTM A 325) are identified by proper marking as 

specified on the top of the bolt heads and on one face of the nuts for three different types. 

Bolts manufactured to AASHTO M 253 shall be identified by marking on the top of the head with 

the symbol A 490 and the nuts shall be marked on one 

face with the legend “2H” or “DH”. 

Bolt and nut dimensions shall conform to the dimensions shown in Table 712.1 and to the 

requirements for Heavy Hexagon Structural Bolts and for Heavy Semi-Finished Hexagon Nuts given 

in ANSI Standard B 18.2.1 and B 18.2.2, respectively. 

Circular washers shall be flat and smooth and their nominal dimensions shall conform to the 

dimensions given in Table 712.2 except that for lock pin and collar fasteners, flat washers need not 

be used, unless slotted or oversized holes are specified. 

 

 

ROOFING WORKS 
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 Description 

This item shall consist of furnishing all prepainted metal sheet materials, tools and equipment, plant 

including labor required in undertaking the proper installation complete as shown on the Plans and in 

accordance with this Specification. 

 Material Requirement 

All prepainted metal sheet and roofing accessories shall be oven baked painted true to profiles 

indicated on the Plans as per approval of the Engineer 

1014.2.1 Prepainted Roofing Sheets 

Prepainted roofing sheets shall be fabricated from cold rolled galvanized iron sheets specially 

tempered steel for extra strength and durability. It shall conform to the material requirements defined 

in PNS 67:2014 Hot-dip Metallic-Coated Steel Sheets for Roofing - Specification. Profile section in 

identifying the architectural moulded rib to be used is as follows: Regular corrugated, Quad-rib, Tri-

wave, Rib-wide, Twin-rib, and others. Desired color shall be subject to the approval of the 

Architect/Engineer. Gutters, Valleys, Flashings Hip and Ridge roll shall be fabricated from gauge 24 

(0.600 mm thick) cold-rolled plain galvanized iron sheets specially tempered steel. Profile section 

shall be as indicated on the Plans. Fastening hardware shall be of galvanized iron straps, rivets or 

bolts. G.I. straps are of 0.500 mm thick x 16 mm wide x 267 mm long (gauge 26 x 5/8" x 10-1/2") 

and standard rivets. 

 

 

  

 

CARPENTRY WORKS 

 

  

Use Hardiflex 4’ x 8’ x 3/16’’ Wall Angle 1’’ x 1’’ Carrying Channel 0.80mm Blind Rivets 5/32 

x 1/2 Blind Rivets 5/32 x 3/4 
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W Clip 

  

Concrete Nail 1’’ 

Tox w/ screw 2 1/2 x 1/8 Drill Bit 

Metal Furring 0.40mm Mesh Tape. 

  

 

 

ELECTRICAL WORKS 

 

General Notes: 

 

1. ALL  ELECTRICAL  WORKS  SHALL  BE  DONE  UNDER  THE  DIRECT  AND  

IMMEDIATE  SUPERVISION  OF  A  DULY  REGISTERED  ELECTRICAL  ENGINEER  OR 

REGISTERED MASTER ELECTRICIAN. 

2. UNDER RA7920 SECTION 40. PENALTY CLAUSE. — 

 

ANY PERSON WHO SHALL VIOLATE ANY OF THE PROVISIONS OF THIS ACT SHALL BE 

GUILTY OF MISDEMEANOR AND SHALL, UPON CONVICTION, BE SENTENCED TO A 

FINE OF NOT LESS THAN TEN THOUSAND PESOS (P10,000.00) NOR MORE THAN FIFTY 

THOUSAND PESOS (P50,000.00) OR IMPRISONMENT FOR A PERIOD NOT LESS THAN SIX 

(6) MONTHS NOR MORE THAN FIVE (5) YEARS OR BOTH AT THE DISCRETION OF THE 

COURT. 

3. ALL ELECTRICAL WORKS SHALL BE DONE IN ACCORDANCE WITH THE 

PROVISION OF THE LATEST EDITION OF THE PHILIPPINE ELECTRICAL CODE, 

EXISTING APPLICABLE ORDINANCES, RULES AND REGULATIONS OF THE LOCAL 

GOVERNMENT AND WITH THE REQUIREMENTS OF THE LOCAL POWER COMPANY. 

4. THE TYPE OF SERVICE POWER SUPPLY TO BE USED SHALL BE SINGLE-PHASE 

WITH GROUNDING WIRE, 3-WIRE, 230V, 60 HERTZ, A.C 

 

5. ALL PANEL SHALL BE INSTALLED AT THE FOLLOWING HEIGHTS ABOVE THE 

FINISHED FLOOR LEVEL UNLESS NOTED IN THE PLAN 
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A) PANEL BOARD 78 INCHES @ 1980mm 

 

B) MINIMUM ACCEPTABLE WORKING SPACE WIDTH IS 30 INCHES @ 762mm 

 

C) SWITCH @ 1400mm 

 

D) CONVENIENCE OUTLET @ 300mm 

 

6. THE CONTRACTOR SHALL VERIFY AND ORIENT THE ACTUAL LOCATION OF 

SERVICE ENTRANCE FOR CONNECTION TO THE POWER COMPANY SERVICE POINT. 

7. UNLESS OTHERWISE SPECIFIED, THE MINIMUM SIZES OF WIRE AND 

GALVANIZED RIGID STEEL CONDUIT TO BE USED SHALL BE 3.5mm2 THHN, AND 15mm 

NOMINAL DIAMETER, RESPECTIVELY. LIKEWISE, ALL ELECTRICAL WIRES SHALL BE 

COLOR CODED. 

8. WHEREVER REQUIRED AND NECESSARY, PULL OR JUNCTION BOXES SHALL 

BE 

 

INSTALLED AT CONVENIENT AND INCOSPICUOUS LOCATION, ALTHOUGH SUCH 

BOXES ARE NOT SHOWN ON THE PLAN NOR MENTIONED IN THE SPECIFICATIONS. 

 

9. ALL NON-CURRENT CARRYING METAL PARTS OF ELECTRICAL EQUIPMENT 

SHALL BE PROPERLY GROUNDED IN ACCORDANCE WITH THE PROVIONS OF THE 

LATEST EDITION OF THE PHILIPPINE ELECTRICAL CODE. 

10. ALL MATERIALS SHALL BE BRAND NEW AND OF THE APPROVED TYPE FOR 

LOCATION PURPOSE. 

 

11. STANDARD TYPE OF ACESSORIES, SPLICING DEVICES, TERMINATIONS AND 

OTHER APPURTENANCES FOR THE ENTIRE ELECTRICAL INSTALLATION SHALL BE 

USED. 

12. TAGGING OF PANELS, TAGGING OF CIRCUIT BREAKER, TAGGING OF WIRE IN 

WIRE GUTTER AND ANY OTHER ELECTRICAL EQUIPMENT IS A MANDATORY 

REQUIREMENT BEFORE ACCEPTANCE AND TURNOVER. 

13. ALL PANELS AND ELECTRICAL DEVICES SHALL BE PROPERLY GROUNDED TO 

EARTH TO PROTECTS AGAINST ELECTRICAL SHOCKS 
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PLUMBING WORKS 

All plumbing works included herein shall be executed according to the provisions of the Plumbing 

Code of the Philippines. The National Building Code and Rules & Regulation of Municipality of 

Lingayen, Pangasinan coordinate the drawings with other related drawings and specifications. The 

architect/engineer shall be notified immediately of any discrepancy found herein. All pipes shall be 

installed as indicated on plans. any relocation required for proper execution of other trades shall be 

with prior approval of the architect or engineer. Proposed sanitary utilities shall conform to the actual 

location, depth and invert elevation of all existing pipes and structures as verified by the contractor. 

The contractor shall verify all existing utilities at site and coordinate the works with the sewer line 

effluent or disposal point and water line service connecting point. All pipes are in millimeters 

nominal inside diameter and all dimensions are in meter unless otherwise specified 

 

GRADES OF HORIZONTAL PIPINGS: 

Run all horizontal pipings in perfect alignment and at a form grade of not less than two percent 2% 

change in direction: 

All change in direction shall be made by appropriate use of forty-five degrees (45°) wyes, long 

sweep quarter bend, six-eight or sixteenth bends, when the change of flow is from horizontal to 

vertical or sixteenth bends. When the change of flow is from horizontal to vertical 1/8 bend 

combination maybe used on vertical stacks and short quarter bends maybe used on waste line. Tee 

and crosses maybe used in vent pipes. 

 

PROHIBITED FITTINGS 

No double hub or tee branch shall be used on horizontal wastes lines. the drillings and tappings of 

house drains, waste or vent pipes and used of saddle hub and bend are prohibited. 

 

  

SLEEVES 

 

breakage 

  

 

Provide pipe sleeves at walls, columns or slabs one size bigger than the actual size passing through 

the walls, columns or under slab to protect pipe from 
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PIPE CLEANOUTS 

Pipe cleanouts are required under following conditions: 

a. every change in horizontal directions exceeding twenty-two and one-half degrees (22-1/2°) 

b. one and one-half meters (1.50m) inside the property line before the house drainage 

connection 

c. every fifteen meters (15m) in horizontal run of pipes 

d. at the end of any horizontal pipe lines 

 

The digestion chamber of septic vault must be waterproofed. 

Not less than 300mm of air space must be left between the top of the sewage and the other part of the 

vault roof slab. No septic vault must be constructed under the building. 

All plumbing works shall be done by a licensed master plumber and licensed plumbing contractor. 

Installation of plumbing fixtures and accessories, including flush control valves intended for people 

with disabilities, shall be in accordance with requirements. Installation of plumbing piping shall be 

fully coordinated with structural, architectural, electrical, and hvac drawings to avoid conflict. 

No plumbing (water, drains, vent, or gas piping) shall be installed directly above any electrical 

panels. Coordinate with other divisions before proceeding with installation. 

If non-design base equipment is selected, contractor shall bear additional costs for modifications to 

the original system(s). Provide water hammer arresters at plumbing fixtures and groups of plumbing 

fixtures that are standard. 

Contractor shall furnish and install all materials, labor and equipment permit fees, required for, or 

incidental to the installation of a complete and operational plumbing system as indicated in the 

contract documents including specifications. 

All plumbing services going into the building and leaving the building shall be connected to the site 

utilities, coordinate with site utilities drawings. Coordinate all exterior underground plumbing work 

drawings. 

All plumbing work shall be in conformance with the Philippine Plumbing Code, municipal or city 

codes, and the authority having jurisdiction. Install ball valve close to water main on each branch and 

riser serving plumbing equipment and fixtures. 

Sanitary/vent fitting types shall be as required by the Philippine building and plumbing code. First 

floor 100’-0’’ is equivalent to 891.15 finished floor elevation. 
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DRAIN PIPE 

 

Description 

 

This item shall consist of installing drain pipes, fastened with steel straps that are either bolted to pier 

copings or welded to steel girders in various locations of the bridge, or as indicated in accordance 

with this specification and in conformity with the lines, and grades and dimensions shown in the 

plans or as established by the Engineer. 

 

Material Requirements 

 

Polyvinyl chloride (PVC) pipe shall meet the requirements specified in one of the following 

specifications: ASTM D 3034, D 2241, D 1785, D 2665, D 2680, F 789, F 679 or AASHTO M 

304M (D2729). 

Galvanized iron pipe shall meet the requirements specified in one of the following specifications: 

ASTM A 53, AASHTO M 36 or M 218 

Steel strap shall meet the requirements of Item 712, Structural Metal; Item 409, Welded Structural 

Steel, and Item 411, Paint, DPWH Standard Specifications, Volume II, Highways, Bridges and 

Airport. 

Anchor bolts and bolts fastener shall meet the requirement of Item 712, Structural Metal, DPWH 

Standard Specifications, Volume II, Highways, Bridges and Airport. Paint materials shall conform to 

the requirements of Item 709, Paints, DPWH Standard Specifications, Volume II, Highways, Bridges 

and Airport. 

 

Construction Requirements 

 

Pipes installed shall conform with the lines and grades shown in the Plans or as established by the 

Engineer. Drain pipe extension, if needed shall be attached to the ends of existing drain pipes either 

using pipe sleeves or pipe with bell sockets. The length of the extension shall depend on the existing 

drain pipe condition and the location as shown in the Plans and shall not be lower than the required 

vertical clearance or as directed by the Engineer. 

Pipes and fittings shall be homogeneous throughout the free from visible cracks, holes, foreign 

inclusions or other injurious defects. Pipes installed shall be as uniform commercially practical in 

color, opacity, density and other physical properties. 

Fabrication of steel straps shall conform to the dimensions shown in the Plans and must be 

galvanized. Steel strap, unless otherwise specified, shall be coated with two shop coats of red lead 
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paint and two field coats of paint as specified under Item 411, Paint, DPWH Standard Specifications, 

Volume II, Highways, Bridges and Airport. 

Anchor bolts shall be placed as provided under Item 403, Metal Structures, DPWH Standard 

Specifications, Volume II, Highways, Bridges and Airport or as shown in the Plans. 

Welded connections shall conform to the requirements of Item 409, Welded Structural Steel, DPWH 

Standard Specifications, Volume II, Highways, Bridges and Airport. 

 

GENERAL REGULATIONS 

Unless otherwise indicated, all fixtures or trap must be provided with individual vents. there shall be 

required ventilation and lighting system for toilets  and bathrooms. Grades of horizontal piping run: 

all slopes for horizontal sewer branches shall maintain 2% unless otherwise specified. 

 

TILE WORKS PREPARATION 

A. Substrate Preparation: Prepare and clean substrate in accordance with installation standards 

1. Remove protrusions, bumps and ridges by grinding or chipping. 

2. Repair, fill, and level cracks, holes, depressions and rough or chipped areas in substrate using 

patching material. 

INSTALLATION 

Perform work in compliance with standard accepted installation guidelines and setting materials 

General Installation Standards: Install tile in accordance with standards, appropriate methods, and 

written instructions of the specified manufacturers. 

Installing Tile: 

1. Install tile in grid pattern plumb and level. Align joints when adjoining tiles on floor, base, 

walls, and trim. Adjust to minimize tile cutting and to avoid tile less than half size. 

2. When possible, smooth cut edges of tile and/or use appropriate cutter or wet saw to produce 

smooth cuts. Provide straight cuts which align with adjacent materials. 

 

3. Extend tile into recesses and under equipment and fixtures to form a complete covering 

without interruption. 

4. Terminate tile neatly at obstructions, edges, and corners, without disruption of pattern or 

joint alignment. 
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5. Provide tile joints uniform in width, subject to variance in tolerance allowed in tile size. 

Make joints smooth and even, without voids, cracks, or excess mort align wall tile joints with floor 

tile joints. 

 

 

PAINTING WORKS 

 

 

411.1 Description 

This Item shall consist of furnishing and applying all paint materials including vehicles, pigments, 

pastes, driers, thinners and mixed paints for steel and wooden structures; sampling, testing and 

packing; preparation of the surface and application of paint to structures. 

411.2 Materials Requirements 

411.2.1       General 

Paint, except aluminum paint, shall consist of pigments of the required fineness and composition 

ground to the desired consistency in linseed oil in a suitable grinding machine, to which shall be 

added additional oil, thinner and drier as required. 

Aluminum paint shall consist of aluminum powder or paste of the required fineness and composition 

to which shall be added the specified amount of 

  

vehicle. 

  

 

The paint shall be furnished for use in ready mixed, paste or powder form. All paints shall meet the 

following general requirements: 

  

1. The paint shall show no excessive settling and shall easily redisperse with a paddle to a 

smooth, homogeneous state. The paint shall show no curdling, livering, caking or color separation 

and shall be free from lumps and skins. 

2. The paint as received shall brush easily, possess good leveling properties and shall show no 

running or sagging when applied to a smooth vertical surface. 

3. The paint shall dry to a smooth uniform finish, free from roughness grit, unevenness and 

other imperfections. 
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4. The paint shall not skin within 48 hours in a ¾ filled tightly closed container. 

  

411.2.2 The paint shall conform to the requirements of the Specifications indicated as follows: 

 

  

411.2.3 Drier 

This Specification covers both straight oil drier (material free from resins and gums), and Japan drier 

(material containing varnish gums). The drier shall be composed of lead manganese or cobalt or a 

mixture of any of these elements, combined with a suitable fatty oil, with or without resins or gums, 

and mineral spirits or turpentine, or a mixture of these solvents. The drier shall conform to the 

following requirements: 

1. Appearance – Free from sediment and suspended matter. 

2. Flash Point – (Tag Close Up) Not less than 30oC. 

3. Elasticity – The drier when flowed on metal and baked for 2 hours at 100oC shall have an 

elastic film. 

4. Drying – It shall mix with pure raw linseed oil in the proportion of 1 volume of drier to 19 

volume of oil without curdling and the resulting mixture when flowed on glass shall dry in not more 

than 18 hours. 

5. Color – When mixed with pure, raw linseed oil in the proportion of 1 volume of drier to 8 

volume of oil, the resulting mixture shall be darker than a solution of 6 grams of Potassium 

Dichromate in 13 cc of pure Sulfuric Acid (sp.gr. 1.84). 

 

411.3 Construction Requirements 

411.3.1 Proportion of Mixing 

It is the intent of this Specification to provide a paint of proper brushing consistency, which will not 

run, steak or sag and which will have satisfactory drying qualities. 

411.3.2 Aluminum Paint, Field Coats on Structural Steel 
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The paint shall be mixed in the proportion of 240 grams of aluminum powder or paste per liter of 

vehicle of long oil spar varnish. This makes a paint containing 21 percent pigment and 79 percent 

vehicle. The weighed amount of powder or paste shall be placed in a suitable mixing container and 

the measured volume of vehicle poured over it. The paste or powder shall be incorporated in the 

paint by vigorous stirring with a paddle. The powder or paste will readily disperse in the vehicle. 

Before removing any paint from the container, the paint shall be thoroughly stirred to insure a 

uniform mixture, and the paint shall be suitably stirred during use. The paint shall be mixed on the 

job and only enough for one day’s use shall be mixed at one time. 

When two field coats of aluminum paint are specified, the first coat shall be tinted with lampblack 

paste or Prussian blue paste in the quantity of 240 grams/liter of paint. The exact quantity used shall 

be sufficient to give a contrast in color which can be readily distinguished. When three field coats of 

aluminum paint are specified, the second coat shall be tinted. 

411.3.3 Aluminum Paint, Field Coats on Creosoted Timber 

The paint shall be mixed as specified for Aluminum Paint for Structural Steel except that the 

proportions shall be 270 grams of aluminum powder or paste to one litre of vehicle. 

Other paint composition may be used when and as stipulated in the Special Provisions. 

411.3.4 Containers and Markings 

All paints shall be shipped to strong substantial containers plainly marked with the weight, color and 

volume in litres of the paint content, a true statement of the percentage composition of the pigment, 

the proportions of the pigment to vehicle, the name and address of the manufacturers, and the stencil 

of the authorized inspecting agency. Any package or container not so marked will not be accepted for 

use. 

411.3.5 Sampling and Testing 

Method of sampling shall be as follows: 

1. One 20-litre can sample in original unopened container shall be obtained for 100 cans of the 

delivered material or 10% fraction thereof. 

2. One 4-litre can sample in original unopened container shall be obtained for every 100 cans or 

fraction thereof of the delivered material. Methods of testing will be in accordance with the 

applicable AASHTO or ASTM Methods. 

411.3.6 Painting 

411.3.6.1 The painting of structure shall include the proper preparation of the surface; the 

application, protection and drying of the paint coatings, the protection of the pedestrians, vehicular or 

other traffic upon or underneath the structures, the protection of all parts of the structure (both 

superstructure and substructure) against disfigurement by spatters, splashes and smirches of paint or 

of paint materials; and the supplying of all tools, tackle, scaffolding, labor, paint and materials 

necessary for the entire work. 

Paint shall not be applied during rain, storms or when the air is misty, or when, in the opinion of the 

Engineer, conditions are otherwise unsatisfactory for the work. Paint shall not be applied upon damp 
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surfaces or upon metal which has absorbed heat sufficient to cause the paint to blister and produce a 

pervious paint film. 

No wide flat brush shall be used. All brushes preferably shall be either round or oval but if flat 

brushes are used, they shall not exceed 100 mm in width. 

The paint when applied shall be so manipulated as to produce a uniform even coating in close contact 

with the surface being painted, and shall be worked into all corners and crevices. 

411.3.6.2 Painting Structural Steel 

Surfaces of metals to be painted shall be thoroughly cleaned of rust, loose mill, scale, dirt, oil or 

grease, and other foreign substances. Unless cleaning is to be done by sandblasting, all weld areas, 

before cleaning is begun, shall be neutralized with a proper chemical, after which they shall be 

thoroughly rinsed with water. Cleaning may be by any of the following three methods: 

1. Hand Cleaning 

The removal of rust, scale and dirt shall be done by the use of metal brushes, scrapers, chisels, 

hammers or other effective means. 

Oil and grease shall be removed by the use of gasoline or benzene. Bristle or wood fiber brushes 

shall be used for removing loose dust. 

  

2. Sandblasting 

Sandblasting shall remove all scale and other substances down to the base metal. Special attention 

shall be given to the cleaning of corners and reentrant angles. Before painting, sand adhering to the 

steel in corners and elsewhere shall be removed. The cleaning shall be approved by the Engineer 

prior to any painting. The material shall be painted before the rust forms and not later than 2 hours 

after cleaning. 

3. Flame Cleaning 

Oil and grease shall be removed by washing with suitable solvent. Excess solvent shall be wiped 

from the work before proceeding with subsequent operation. The surface to be painted shall be 

cleaned and dehydrated (freed of occluded moisture) by the passage of oxyacetylene flames which 

have an oxygen to acetylene of at least one. The inner cones of these flames shall have a ratio length 

to port diameter of at least 8 and shall not be more than 4 mm center to center. The oxyacetylene 

flames shall be traversed over the surface of the steel in such manner and at such speed that the 

surface is dehydrated, and dirt, rust, loose scale, scale in the form of blisters or scabs, and similar 

foreign matter are freed by the rapid intense heating by the flames. The flames shall not be traversed 

so slowly that loose scale or other foreign matter is fused to the surface of the steel. The number, 

arrangement and manipulation of the flames shall be such that all parts of the surface are adequately 

cleaned and dehydrated. Promptly after the application of the flames, the surface of the steel shall be 

wire-brushed, hand scraped wherever necessary and then swept and dusted to remove all free 

materials and foreign particles. Compressed air shall not be used for this operation. Paint shall be 

applied promptly after the steel has been cleaned and while the temperature of the steel is still above 
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that of the surrounding atmosphere, so that there will be no recondensation of moisture on the 

cleaned surfaces. 

 

 

4. Shop Painting of Structural Steel 

When all fabrication work is completed and has been tentatively accepted, all surfaces not painted 

before assembling shall be given two coats of Red Lead Shop Paint conforming to the requirements 

of this Specification. (The inside of top chords for trusses and laced members or inaccessible parts, 

except contact surfaces, may be painted before assembling). Shipping pieces shall not be located for 

shipment until thoroughly dry. No painting shall be done after loading the materials on transport 

vehicles.Erection marks for field identifications of members shall be painted upon previously painted 

surfaces. 

With the exception of abutting joints and base plates, machinefinished surface shall be coated, as 

soon as  practicable  after acceptance with a hot mixture of white lead and tallow before removal 

from the shop. The composition used for coating machine-finished surface shall be mixed in the 

following proportions: 

 

 5. Field Painting of Structural Steel 

When the erection work is complete including riveting and straightening of bent metal; all adhering 

rust, scale, dirt, grease or other foreign material shall be removed as specified under cleaning of 

surfaces. 

As soon as the Engineer has examined and approved all field rivets, the heads of such rivets and field 

bolts, all welds and any surfaces from which the shop coat of paint has become worn off or has 

otherwise become defective, shall be cleaned and thoroughly covered with one coat of shop coat 

paint. 

When the paint applied for “touching up” rivet heads and abraded surfaces has become thoroughly 

dry, such field coats as called for shall be applied. In no case shall a succeeding coat be applied until 

the previous coat has dried throughout the full thickness of the film. All small cracks and cavities 

which were not sealed in water-tight manner by the first field coat shall be filled with a pasty mixture 

of red lead and linseed oil before the second field coat is applied. 

411.3.6.3 Painting and Timber Structures 

Timber structures shown on the Plans to be painted, shall be given two coats of the specified 

materials, which shall be thoroughly brushed in. Additional coats shall be required when so specified 

on the Plans. All surfaces shall be thoroughly dry before painting, and each coat shall be allowed to 

stand for three or four days, or until thoroughly dry before applying the succeeding coat. 
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Timber which required painting must be seasoned timber surfaced on four (4) sides. It shall be either 

untreated or salt-treated timber as specified on the Plans. 

The entire surface of all untreated timber that is to be painted, shall be given a priming coat 

immediately after the material is delivered to the project. All contact surfaces shall receive the 

second coat paint. 

Special care shall be taken during construction and handling so that the pieces to be painted do not 

come in contact, except when required, with the creosoted materials and that no oil is brushed on the 

same during construction operations. The Contractor shall be required to pile such pieces separately 

from the creosoted materials and keep them from contact with same until ready for erection. 

Creosoted materials such as guardrails and guide posts which are to be painted, shall be painted with 

aluminum paint as specified above. 

411.3.6.4 Painting Galvanized Surface 

For the purpose of conditioning the surface of galvanized surfaces to be painted, the painting shall be 

deferred as long as possible in order that the surface may weather. 

Before painting galvanized surfaces, they shall be treated as follows: 

1. In 4 litres of soft water, dissolve 60 ml of copper chloride, copper nitrate, and sal ammonia, 

then add 60 ml of commercial muriatic acid. This should be done in earthenware or glass vessel, 

never in tin or other metal receptacle. Apply the solution with a wide flat brush to the galvanized 

surface, when it will assume a dark almost black color which on drying becomes a grayish film. 

2. The surfaces, when dry, may then be painted as described. 

411.3.6.5 Repainting Existing Structures 

When called for on the Plans or in the Special Provisions, existing structures shall be given the 

number and kind of coats of field paint as stipulated. The surface to be repainted shall be cleaned as 

specified under Subsection 411.3.6.2, Painting Structural Steel, with the added provisions that all 

dead or loose paint shall be removed by scraping, chipping, or brushing as may be necessary. Timber 

railings, name plates, planking and other interfering parts shall be removed before cleaning is begun 

and shall be replaced after the painting has been completed and the last coat has thoroughly dried. 

The application of the coat shall be as specified under Subsection 411.3.6.2, (5), Field Painting of 

Structural Steel. 

 

PRE-FABRICATED MATERIALS 

Use Stainless Cut Out. 

  

STONE PAVEMENT 

Use Stone Pavement and Washed Sand. 
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LATTICE PAVEMENT 

Use Lattice Pavement and Washed Sand. 

AGGREGATE BASE COURSE 

ITEM 201 – AGGREGATE BASE COURSE 

201.1 Description 

This Item shall consist of furnishing, placing and compacting an aggregate base course on a prepared 

subgrade/subbase in accordance with this Specification, and the lines, grades, thickness and typical 

cross-sections shown on the Plans, or as established by the Engineer. 

 

201.2 Material Requirements 

Aggregate for base course shall consist of hard, durable particles or fragments of crushed stone, 

crushed slag, crushed or natural gravel, and filler of natural or crushed sand, other finely divided 

mineral matter. The composite material shall be free from vegetable matter and lumps or balls of 

clay, and shall be of such nature that it can be compacted readily to form a firm, stable base. 

In some areas where the conventional base course materials are scarce or non-available, the use of 

40% weathered limestone blended with 60% crushed stones or gravel shall be allowed, provided that 

the blended materials meet the requirements of this Item. 

The base course material shall conform to Table 201.1, whichever is called for in the Bill of 

Quantities. 

 

Table 201.1 – Grading Requirements 

 

  

The fraction passing the 0.075 mm (No. 200) sieve shall not be greater than 0.66 (two thirds) of the 

fraction passing the 0.425 mm (No. 40) sieve. 

The fraction passing the 0.425 mm (No. 40) sieve shall have a liquid limit not greater than 25 and 

plasticity index not greater than 6 as determined by AASHTO T 89 and T 90, respectively. 

The coarse portion, retained on a 2.00 mm (No. 10) sieve shall have a mass percent of wear not 

exceeding 50 by the Los Angeles Abrasion test determined by AASHTO T 96. 
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The material passing the 19 mm (3/4 inch) sieve shall have a soaked CBR value of not less than 80% 

as determined by AASHTO T 193. The CBR value shall be obtained at the maximum dry density 

(MDD) as determined by AASHTO T 180, Method D. 

If filler, in addition to that naturally present, is necessary for meeting the grading requirements or for 

satisfactory bonding, it shall be uniformly blended with the base course material on the road or in a 

pugmill unless otherwise specified or approved. Filler shall be taken from sources approved by the 

Engineer, free from hard lumps and shall not contain more than 15 percent of material retained on the 

4.75 mm (No. 4) sieve. 

 

201.3 Construction Requirements 

201.3.1 Preparation of Existing Surface 

The existing surface shall be graded and finished as provided under Item 105, Subgrade Preparation, 

before placing the base material. 

201.3.2 Placing 

It shall be in accordance with all the requirements of Subsection 200.3.2, Placing. 

201.3.3 Spreading and Compacting 

It shall be in accordance with all the requirements of Subsection 200.3.3, Spreading and Compacting. 

201.3.4 Trial Sections 

Trial sections shall conform in all respects to the requirements specified in Subsection 200.3.4. 

201.3.5 Tolerances 

The aggregate base course shall be laid to the designed level and transverse slopes shown on the 

Plans. The allowable tolerances shall be in accordance with following: 

  

201.4 Method of Measurement 

Aggregate Base Course will be measured by the cubic meter (m3 ). The quantity to be paid for shall 

be the design volume compacted in-place as shown on the Plans and accepted in the completed 

course. No allowance will be given 

for materials placed outside the design limits shown on the crosssections. Trial sections shall not be 

measured separately but shall be included in the quantity of subbase herein measured. 
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200.5 Basis of Payment 

The accepted quantities, measured as prescribed in Section 200.4, shall be paid for at the contract 

unit price for Aggregate Subbase Course which price and payment shall be full compensation for 

furnishings and placing all materials, including all labor, equipment, tools and incidentals necessary 

to complete the work prescribed in this Item. 

Payment will be made under: 

 

  

  

GRAVEL FILL 

 

200.1 Description 

 

This item shall consist of furnishing, placing and compacting an aggregate subbase course on a 

prepared subgrade in accordance with this Specification and the lines, grades and cross-sections 

shown on the Plans, or as directed by the Engineer. 

 

200.2 Material Requirements 

 

Aggregate for subbase shall consist of hard, durable particles or fragments of crushed stone, crushed 

slag, or crushed or natural gravel and filler of natural or crushed sand or other finely divided mineral 

matter. The composite material shall be free from vegetable matter and lumps or balls of clay, and 

shall be of such nature that it can be compacted readily to form a firm, stable subbase. 

 

The subbase material shall conform to Table 200.1, Grading Requirements 

 

Table 200.1 – Grading Requirements 
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The fraction passing the 0.075 mm (No. 200) sieve shall not be greater than 0.66 (two thirds) of the 

fraction passing the 0.425 mm (No. 40) sieve. 

 

The fraction passing the 0.425 mm (No. 40) sieve shall have a liquid limit not greater than 35 and 

plasticity index not greater than 12 as determined by AASHTO T 89 and T 90, respectively. 

 

The coarse portion, retained on a 2.00 mm (No. 10) sieve, shall have a mass percent of wear not 

exceeding 50 by the Los Angeles Abrasion Tests as determined by AASHTO T 96. 

 

The material shall have a soaked CBR value of not less than 30% as determined by AASHTO T 193. 

The CBR value shall be obtained at the maximum dry density and determined by AASHTO T 180, 

Method D. 

 

200.3 Construction Requirements 

 

200.3.1 Preparation of Existing Surface 

 

The existing surface shall be graded and finished as provided under Item 105, Subgrade Preparation, 

before placing the subbase material. 

 

200.3.2 Placing 

 

The aggregate subbase material shall be placed at a uniform mixture on a prepared subgrade in a 

quantity which will provide the required compacted thickness. 

When more than one layer is required, each layer shall be shaped and compacted before the 

succeeding layer is placed. 

 

The placing of material shall begin at the point designated by the Engineer. Placing shall be from 

vehicles especially equipped to distribute the material in a continuous uniform layer or windrow. The 
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layer or windrow shall be of such size that when spread and compacted, the finished layer shall be in 

reasonably close conformity to the nominal thickness shown on the Plans. 

 

0200.3.3     Spreading and Compacting 

 

When uniformly mixed, the mixture shall be spread to the plan thickness, for compaction.Where the 

required thickness is 150 mm or less, the material may be spread and compacted in one layer. Where 

the required thickness is more than 150 mm, the aggregate subbase shall be spread and compacted in 

two or more layers of approximately equal thickness, and the maximum compacted thickness of any 

layer shall not exceed 150 mm. All subsequent layers shall be spread and compacted in a similar 

manner. 

 

200.3.4 Trial Sections 

 

Before subbase construction is started, the Contractor shall spread and compact trial sections as 

directed by the Engineer. The purpose of the trial sections is to check the suitability of the materials, 

the efficiency of the equipment and the construction method which is proposed to be used by the 

Contractor. Therefore, the Contractor must use the same material, equipment and procedures that he 

proposes to use for the main work. One trial section of about 500 m2 shall be made for every type of 

material and/or construction equipment/procedure proposed for use. 

 

200.3.5 Tolerances 

 

Aggregate subbase shall be spread with equipment that will provide a uniform layer which when 

compacted will conform to the designed level and transverse slopes as shown on the Plans. The 

allowable tolerances shall be as specified hereunder: 

 

 

   

ENGINEER’S FACILITY 
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Facilities that are constructed, rented, renovated, etc., strictly for use during the construction phase of 

the project (e.g., structures, roads, utility connections, parking, walkways). Facilities that remain in 

place or use after completion of construction should be charged elsewhere (e.g., permanent plant 

construction, sitework, operating expense). 

 

PROJECT BILLBOARD 

 

2.2.3 For infrastructure projects, a tarpaulin signboard must be suitably framed for outdoor display at 

the project location, and shall be posted as soon as the 

award has been made. The design and format of the tarpaulin, as shown in Annex “A”, shall have the 

following specification: 

 

Tarpaulin, white. 8 ft x 8 ft Tarpaulin, white, 4 ft x 8 ft 

Resolution: 70 dpi Resolution: 70 dpi 

Font: Helvetica Font: Helvetica 

Font Size: Main Information -3” Font Size: Main Information -3” 

Sub Information -1” Sub-Information –1” 

Font Color: Black Font Color: Black 

 

 

CONSTRUCTION SAFETY & HEALTH PROGRAM 

 

B.2 MEDICAL ROOM AND FIRST AID FACILITIES 

1. The Contractor shall provide and maintain throughout the duration of the Contract a medical 

room together with all necessary supplies to be sited in the Contractor’s main area. The medical 

room shall be waterproof, it could be a building or room designated and used exclusively for the 

purpose. It shall have a floor area of at least 15 square meters and a glazed window area or at least 2 

square meters. 

2. The Contractor shall employ permanently on the site a fully trained Medical Aide, who shall 

be engaged solely on medical duties. 

3. The location of the medical room and any other arrangements shall be made known to all 

employees by posting on prominent locations suitable notices in the site. 
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4. The Contractor’s arrangement to comply with the Section shall be subject to the approval of the 

Engineer and also to the approval of any qualified Medical Officer designated by the Government to 

supervise medical arrangements on the site. 
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Section VIII – BILL OF QUANTITIES 

FROM 

SITE DEVELOPMENT AND IMPROVEMENT OF COLUMBARIUM AT BARANGAY MANIBOC 
(PHASE III) 

Item No. 
Description Qty. Unit 

Unit Price 
 (Pesos) 

Amount 
 (Pesos) 

 OTHER GENERAL 

REQUIREMENTS 

    

I. 
Project Billboards 1.00 Lump 

sum 

In words:Pesos In words:Pesos 

II. 
Construction Health and 
Safety 

1.00 
Lump 

sum 

In words:Pesos In words:Pesos 

III. Engineer’s Facility 2.00 month   

 CIVIL WORKS   In words:Pesos In words:Pesos 

IV. Concrete Works (pavement) 303.46 cu.m.   

 Guardhouse/Stall/Fence   In words:Pesos In words:Pesos 

V. Excavation Works 25.52 cu.m. In words:Pesos In words:Pesos 

VI. 
Reinforcing Steel & Wire 
Rope 

1,787.86 kg In words:Pesos In words:Pesos 

VII. Forms & Falseworks 1.00 lot In words:Pesos In words:Pesos 

VIII. 
Concrete Works 15.75 cu.m. In words:Pesos In words:Pesos 

IX. Masonry Works 172.48 sq.m. In words:Pesos In words:Pesos 

X. Plastering Works 344.96 sq.m. In words:Pesos In words:Pesos 

XI. Doors and Windows 1.00 lot In words:Pesos In words:Pesos 

XII. Structural Steel 1.00 lot In words:Pesos In words:Pesos 

XIII. Roofing Works 1.00 lot In words:Pesos In words:Pesos 

XIV. Carpentry Works 50.28 sq.m. In words:Pesos In words:Pesos 

XV. Electrical Works 1.00 lot In words:Pesos In words:Pesos 
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Submitted by: ______________________________                                                    Date: ____________________________ 

XVI. Plumbing works 1.00 lot In words:Pesos In words:Pesos 

XVII. Tile works 95.21 sq.m. In words:Pesos In words:Pesos 

XVIII. Painting Works 449.27 sq.m. In words:Pesos In words:Pesos 

XIX. Pre Fabricated Materials 1.00 lot In words:Pesos In words:Pesos 

TOTAL AMOUNT IN WORDS: 

 

Section VIII – BILL OF QUANTITIES 

TO 

SITE DEVELOPMENT AND IMPROVEMENT OF COLUMBARIUM AT BARANGAY MANIBOC 
(PHASE III) 

Item No. 
Description Qty. Unit 

Unit Price 
 (Pesos) 

Amount 
 (Pesos) 

 OTHER GENERAL 

REQUIREMENTS 

    

I. Project Billboards 1.00 Lump sum In words:Pesos In words:Pesos 

II. 
Construction Health and 
Safety 1.00 

Lump sum In words:Pesos In words:Pesos 

III. Engineer’s Facility 2.00    month   

 CIVIL WORKS   In words:Pesos In words:Pesos 

IV. Concrete Works (pavement) 12.05 cu.m.   

       V. Aggregate Base Course 59.83 Cu.m.   

 Guardhouse/Stall/Fence   In words:Pesos In words:Pesos 

VI. Excavation Works 25.52 cu.m. In words:Pesos In words:Pesos 

VII. 
Reinforcing Steel & Wire 
Rope 

1,787.86 kg In words:Pesos In words:Pesos 

VIII. Forms and Falseworks 1.00 lot In words:Pesos In words:Pesos 

IX. 
Concrete Works 15.75 cu.m. In words:Pesos In words:Pesos 
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X. Masonry Works 172.48 sq.m. In words:Pesos In words:Pesos 

XI. Plastering Works 344.96 sq.m. In words:Pesos In words:Pesos 

XII. Doors and Windows 1.00 lot In words:Pesos In words:Pesos 

XIII. Structural Steel 1.00 lot In words:Pesos In words:Pesos 

XIV. Roofing Works 1.00 lot In words:Pesos In words:Pesos 

XV. Carpentry Works 50.28 sq.m. In words:Pesos In words:Pesos 

XVI. Electrical Works 1.00 lot In words:Pesos In words:Pesos 

XVII. Plumbing works 1.00 lot In words:Pesos In words:Pesos 

XVIII. Tile works 95.21 sq.m. In words:Pesos In words:Pesos 

XIX. Painting Works 449.27 sq.m. In words:Pesos In words:Pesos 

XX. Pre Fabricated Materials 1.00 lot In words:Pesos In words:Pesos 

XXI. Stone Pavement  160.76 Sq.m. In words:Pesos In words:Pesos 

XXII. Lattice Pavement 461.04 Sq.m. In words:Pesos In words:Pesos 

 Drainage Canal     

XXIII. Structure Excavation 47.74 Cu.m. In words:Pesos In words:Pesos 

XXIV. Gravel Fill 6.82 Cu.m. In words:Pesos In words:Pesos 

XXV. Concrete Works 27.93 Cu.m. In words:Pesos In words:Pesos 

XXVI. Reinforcing Steel & Wire 
Rope 

3249.50 Kg. In words:Pesos In words:Pesos 

XXVII. Forms & Falseworks 1.00 l.s In words:Pesos In words:Pesos 

TOTAL AMOUNT IN WORDS: 

Issued this 30th day of January 2025 at Lingayen, Pangasinan. 
 

  Prepared by:      

   
 

  (SGD) SHARON S. SISON       

  BAC Secretary         

       Noted by: 

 

 

       (SGD) ROBERTO DG. SYLIM 

       BAC Vice Chairperson 


