Republic of the Philippines
Municipality of Lingayen
Lingayen, Pangasinan

Name of Project: Procurement of handheld radio to be
used at Lingayen Police Station
ABC: P 160,200.00

Date:
Quotation No:

The Manager

Please quote your lowest price on the item/s listed below, stating the shortest time of delivery and submit your quotation duly signed not
later than October 30, 2023. Late submission shall not be accepted.

PLTCOL. RODERICK Y. GONZALES
IMPORTANT: Chief of Police
1. DELIVERY PERIOD IS THIRTY (30) CALENDAR DAY
2. WARRANTY SHALL BE FOR A PERIOD OF SIX (6) MONTHS FOR SUPPLIES & MATERIALS, ONE (1) YEAR FOR
EQUIPMENT, FROM DATE OF ACCEPTANCE BY THE PROCURING ENTITY
3. PAYMENTS SHALL BE MADE THRU CHEQUE WITHIN FIFTEEN (15) DAYS AFTER THE DELIVERY, AND SHALL BE
CLAIMED PERSONALLY AT THE OFFICE OF THE MUICIPAL TREASURER
4. THE PRICE OFFERED SHALL NOT BE SUBJECT TO ANY INCREASE FOR WHATEVER REASON INCLUDING IN CASES OF
DEVALUATION/INFLATION DURING THE ENTIRE DURATION OF THE CONTRACT
5. PRICE SHALL BE INCLUSIVE OF VAT
6. THE QOUTATION SHALL NOT BE CONSIDERED UNLESS IT IS PROPERLY SIGNED BY THE
AUTHORIZE REPRESENTATIVE.
7. BIDDER’S MUST SUBMIT THE FF. REQUIREMENTS
VALID AND CURRENT MAYOR
VALID AND CURRENT PHILGEPS CERTIFICATE
LATEST INCOME/BUSINESS TAX RETURN
BIR CERTIFICATE OF REGISTRATION
E. NOTARIZED OMNIBUS SWORN SATEMENT
8. COMPLETELY FILL OUT THE PRICE QUOTATION FORM, TECHNICAL SPECIFICATION/BRAND (IF APPLICABLE),
UNIT/TOTAL PRICE AND SUPPLIER/BIDDER’S INFORMATION. DO NOT FORGET TO SIGN THE PRICE QUOTATION FORM
9. A BIDDER WHO SUBMITS A QUOTATION IS REQUIRED TO DOWNLOAD THIS RFQ FROM THE PHILGEPS WEBSITE
BEFORE THE CLOSING DATE FOR INCLUSION IN THE PHILGEPS DOCUMENT REQUEST LIST (DRL).
10. DOWNLOADED QUOTATION MUST BE SUBMITTED THRU FAX, EMAIL OR DIRECTLY TO THE BAC SECRETARIAT ON
OR BEFORE THE CLOSING DATE OF BID NOTICE ABSTRACT

Sowp»

Item

ITEM & DESCRIPTION QTY. UNIT PRICE TOTAL PRICE

Handheld radio

Specifications/minimum requirements:

General

Frequency — TX:144-148 MHz, RX:136-174 MHz

Number of channels: 207 channels (200 memory channels, 1 call
channel and 6 scan edges)

Type of emissions: F2D, F3E (FM, FM-N)

Power supply requirement: 7.5 DC

Frequency stability: £2.5 ppm(-20°C to £60 °C, -4°F to + 140°F)
Current drain:

TX(EX Hi/Hi/Mid/Low):1.6/1.4/1.0/0.5 A typical

RX(Max Audio): 450 mA typ. (INT SP), 200 mA typ.(EXT SP)
Antenna impedance:50Q

Operating temperature range:-20°C to 60°C-4°F to +140°F)
Dimensions (WxHxD):58.6 x 112 x 30.5 mm, 2.3x 4.4 x 1.2 in
(with BP-298)

Weight(approximate):300g, 10.60z(with BP-298, FA-B57V)
Transmitter

Output power: *7.0/5.5/2.5/0.5 W (EX Hi/Hi/Mid/Low)

Max. frequency deviation:+5.0 kHz/+2.5kHz (wide/narrow)
Spurious emissions: less than -60Db

Ext.microphone connector:3-conductor 2.5(d) mm (1/0)/2.2k Q
Receiver

Sensitivity:-124 dBm typical

Squelch sensitivity:-126dBm typical
Selectivity(Wide/Narrow):75 dB typical/70 dB typ.
Intermodulation:65 dB typical

Ext speaker connector: 3- conductor 3.5(d) mm (1/8”)/8 Q
Audio output power:

Internal SP(w/8 Q load):1500 mW typical

External SP(w/8 8 Q load): 550 mW typical

Accessories

Battery pack, desktop charger, AC Adapter, Belt clip, antenna
With one (1) year warranty on part and services

15 unit

TOTAL




Printed Name/Signature

Tel. No./Cellphone No. E-mail address

PhilGEPS Registration No.

Date



